GMM 100
Manometri ar glicerina pildijumu HANSA[/FLEX

Tpasibas

Modelis Pipe spring pressure gauge with glycerine filling
Savienojums 1 BSP aréja vitne, cilindriska

Blivéjuma veids 1 plakanais blivéjums ar tapas

Savienojums apaksa

Standarts EN 837-1

Slapésana ar glicerina pildijumu

Temperatiras diapazons  vidéjs maks. +60 °C
Ambient -20 °C lidz +60 °C temperatira

Norade
IzmantoSana statiskas slodzes apstaklos: 3/4 x skalas gala vertiba.
IzmantoSana mainigas slodzes apstaklos: 2/3 x skalas gala vértiba.

Izstradajums

Apziméjums Nominalais izmérs & Skalas diapazons Kvalitates klase Savienojums
GMM 100-0.6 100 0...0,6 1,0 G 1/2"-14
GMM 100-1 100 0...1 1,0 G 1/2"-14
GMM 100-1.6 100 0..1,6 1,0 G 1/2"-14
GMM 100-2.5 100 0..2,5 1,0 G 1/2"-14
GMM 100-4 100 0..4 1,0 G 1/2"-14
GMM 100-6 100 0..6 1,0 G 1/2"-14
GMM 100-10 100 0...10 1,0 G 1/2"-14
GMM 100-16 100 0...16 1,0 G 1/2"-14
GMM 100-25 100 0...25 1,0 G 1/2"-14
GMM 100-40 100 0...40 1,0 G 1/2"-14
GMM 100-60 100 0...60 1,0 G 1/2"-14
GMM 100-100 100 0...100 1,0 G 1/2"-14
GMM 100-160 100 0...160 1,0 G 1/2"-14
GMM 100-250 100 0...250 1,0 G 1/2"-14
GMM 100-400 100 0...400 1,0 G1/2"-14
GMM 100-600 100 0...600 1,0 G 1/2"-14
GMM 100-1000 100 0...1000 1,0 G 1/2"-14
Piederumi

GMM SCHUTZ  Gumijas aizsargvacin§ manometriem

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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