JG 09 (zyl.)
leskriivéjams savienotajs, 90° lenkis HANSA[/FLEX
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Izmanto$ana Pielietojums pneimatiskajas, vakuuma sistémas un
W [%

partikas razosana
Savienojums 1 BSP aréja vitne, cilindriska

1673

Blivéjuma veids 1  Hermétiski noslégts apala Skérsgriezuma gredzens
uz ieskrivéjamas iemavas

Savienojums 2 Uzsprauzama uzmava

Konstrukcija 90° lenkis

Modelis leskrivéjamie savienotaji QR l i
Krasa Melns X
Darba vides Gaiss B

Skidras darba vide
inertas gazes, piem., N2/CO2

Materials Korpuss no acetala kopoliméra; apala
Skersgriezuma gredzens no nitrila

Izstradajums

Apziméjums

JG090411E 4 G 1/8"-28 55 30,0 24,0 14
JG 090412 E 4 G 1/4"-19 8,0 31,0 24,0 17
JG 090511 E 5 G 1/8"-28 55 30,0 24,0 14
JG090512E 5 G 1/4"-19 8,0 31,0 24,0 17
JG090611E 6 G 1/8"-28 55 34,0 27,0 15
JG 090612 E 6 G 1/4"-19 8,0 35,0 27,0 17
JG090811E 8 G 1/8"-28 55 36,0 30,0 17
JG090812E 8 G 1/4"-19 8,0 37,0 30,0 17
JG090813 E 8 G 3/8"-19 9,5 37,0 30,0 22
JG091012E 10 G 1/4"-19 8,0 42,0 35,0 20
JG091013 E 10 G 3/8"-19 9,5 42,0 35,0 22
JG091014 E 10 G 1/2"-14 12,5 42,0 35,0 27
JG091213 E 12 G 3/8"-19 9,5 50,0 44,0 26
JG091214 E 12 G 1/2"-14 12,5 50,0 44,0 30
JG09 1513 E 15 G 3/8"-19 11,3 65,5 50,6 22
JG091514 E 15 G1/2"-14 14,5 65,5 50,6 27
JG091814 E 18 G 1/2"-14 14,5 77,0 59,7 27
JG 092214 E 22 G 1/2"-14 14,5 82,0 66,0 27
JG 092216 E 22 G 3/4"-14 17,0 83,6 66,0 37

trikstosie izméri péc pieprasijuma

Piederumi
JG 18 8  Drosibas gredzens spraudsavienotajiem
JG 19 E Spraudsavienotaju aizsargvacins

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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