2 OKVC

2 cilpu apskava

HANSAVFLEX

Tpasibas

Izmanto$ana Slatenu stiprinajumi zema un vidéja spiediena
zona.

Materials Térauds

Virsmas aizsardziba  spidigs hrométs-cinkots

Izstradajums
Apziméjums lespiléSanas diapazons (mm) Lentes platums
(mm)
20K 3-5VC 3,0-5,0 5,0
2 0K 3.1-4.1 VC 3,1-4,1 3,5
20K 3.5-4.5VC 35-45 3,5
2 0K 5-7VC 50-7,0 6,0
20K7-9VC 7,0-9,0 7,0
2 0K 8-11VC 8,0-11,0 7,0
2 0K9-11VC 9,0-11,0 7,0
2 0K 11-13VC 11,0-13,0 7,0
2 0K 13-15VC 13,0-15,0 7,5
2 0K 15-17 VC 15,0-17,0 8,0
2 0K 15-18 VC 15,0- 18,0 8,0
2 0K 16-19 VC 16,0 - 19,0 8,0
2 0K 17-20 VC 17,0 - 20,0 8,5
2 0K 19-22 VC 19,0 - 22,0 9,0
2 0K 20-23 VC 20,0 - 23,0 9,0
2 0K 22-25 VC 22,0-25,0 10,0
2 OK 23-25 VC 23,0 - 25,0 10,0
2 0K 23-27 VC 23,0-27,0 10,0
2 OK 25-28 VC 25,0 - 28,0 10,0
2 0K 27-31VC 27,0-31,0 10,0
2 OK 28-31 VC 28,0-31,0 10,0
2 0K 31-34 VC 31,0- 34,0 10,0
2 OK 34-37 VC 34,0-37,0 10,0
2 OK 37-40 VC 37,0- 40,0 10,0
2 0K 40-43VC 40,0 - 43,0 10,0
2 OK 43-46 VC 43,0-46,0 10,0

Izstradajumu varianti
2 0K 2 cilpu apskava, galvaniskais parklajums

2 OK VA 2 cilpu apskava, Centréjosais gredzens no aluminija ar Viton gredzenblivi

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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