HK DI 10 |
Drosibas un blokéSanas bloks ar manualu atlaiSanu HANSA /FLEX

TpaETbas — hkdi10m3300

Modelis DroSibas varsts
Ekspluatacijas spiediens  maks. 400 bar
Papildu pazime TUV apstiprindjums
Materials Seal: VITON
Norade

DroSibas varsts ir stingri iestatits, l0dzu ieverot maksimalo spiedienu, izv€loties atbilstoSo kapacitati!

Apraksts

The Safety Unit serves as a device for the protection, shut off and discharge of hydro accumulators. It is designed according to

PED 2014/68/EU, article 3 paragraph 3, manufactured and considered to the European safety regulations for the operation of hydraulic accumulators. The
discharge of the accumulator is manually by a ball valve or a relief valve.

Skidrumu viskozitatei jabit $ada diapazona:

vismaz 10 mm2/s, maks. 380 mm2/s

Pasutijuma norades
Uzmanibu! AtbilstoSu adapteri hidrauliskajam akumulatoram ludzu pasutiet atseviski.

Izstradajums
Apziméjums p max. M B S T Svars
(bar) (kg)
HK DI 10 M 100 B 100 1/4" 1/2" Akumulatora savienojums M 33x2 1/2" 2,9
HK DI 10 M 200 B 200 1/4" 1/2" Akumulatora savienojums M 33x2 1/2" 29
HKDI10 M 210 B 211 1/4" 1/2" Akumulatora savienojums M 33x2 1/2" 2,9
HK DI 10 M 250 B 250 1/4" 1/2" Akumulatora savienojums M 33x2 1/2" 2,9
HK DI 10 M 330 B 330 1/4" 1/2" Akumulatora savienojums M 33x2 1/2" 2,4

pmax: droSibas varsts ir stingri iestafits, — ludzu, ievérojiet maksimalo spiedienu, izvéloties atbilstoSo kapacitati!

Piederumi
HK AS Hidrauliska akumulatora adapteri droSibas un blokéSanas
blokam

HK MSM  Pretuzgrieznis membranas hidroakumulatoram C

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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