HK DLMDL
Slapésanas stieni DLMDL HANSA[/ FLEX

Tpasibas HK DLMDL
Materials NBR

IzmantoSana  elektromotoriem ar konstrukciju IM B35
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Apraksts

trok§na mazinasanai un vibraciju slapesanai

Amortiz€josa dabiga gumija, vulkanizéta ar térauda sliedém
Starp konstrukciju un pamatni nav neviena metala savienojuma

Izstradajums
Apziméjums IEC dzin€ja tipizmérs B
(mm)

HK DLMDL 90L  90L 50,00 22,0 250 20,0 14,00 40,0 8,00 12 2400 1250 2050 M8 2,10
HK DLMDL 100L  100L 50,00 24,0 250 20,0 14,00 40,0 8,00 12 240,0 140,0 2050 M10 2,25
HK DLMDL 112M  112M 50,00 20,0 25,0 20,0 14,00 40,0 8,00 12 240,0 140,0 2050 M10 2,30
HK DLMDL 1328 132S 50,00 20,0 250 20,0 14,00 450 8,00 12 285,0 140,0 2450 M10 242
HK DLMDL 132M  132M 50,00 20,0 250 20,0 14,00 450 8,00 12 2850 178,0 2450 M10 242
HK DLMDL 160M  160M 7000 280 350 260 1800 60,0 1500 15 3400 2100 3000 M12 7,50
HK DLMDL 160L  160L 7000 28,0 350 260 1800 60,0 1500 15 416,0 2540 3700 M12 7,50
HK DLMDL 180M  180M 70,00 350 350 260 18,00 60,0 1500 15 416,0 241,0 3700 M12 8,00
HK DLMDL 180L  180L 70,00 350 350 26,0 18,00 60,0 1500 15 446,0 279,0 400,0 M12 8,00
HK DLMDL 200L  200L 70,00 350 350 320 2200 60,0 1500 15 496,0 3050 4300 M16 8,55

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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