HK HT

Parastas darbibas standarta cilindri bez stipringjumiem

HANSAVFLEX

Tpasibas
Modelis

Gremdvirzula cilindrs
without mounting elements

Ekspluatacijas spiediens

maks. 200 bar (atbilstoSi DIN EN 982)

Izméginajuma spiediens

maks. 240 bar (atbilstoSi DIN EN 982)

Temperatiiras diapazons

Standarta modelis no -15 °C lidz +80 °C

HEHT EZylinder

Darba vides

HLP Skidrums
Virzulkats: Térauds 20MnV6, hroms 25, +/- 5 “]
f it

Materials
mikroni f
Virzulkats: 120 h izturiba NSS testa atbilstosi L t 1
standartam ISO 3768
Galvenais virzulkats: Térauds 9SMn28
Ellas savienojuma iemavas: Térauds 9SMn28
Puléta cilindriska caurule: ST 52.3 DIN 2393-

ISO H9

Cilindra pamatne: FE 510-A105
Uzgrieznis: Térauds 8UNI EN20898/2
Blivéjums TPM: NBR

Virzulis: Térauds 9SMn28

Blivéjums OR: NBR Fluorosil Viton
Blivéjums TSE-TTS-TTI/L: NBR + audums/
poliuretans

Bliveéjums GHM-GHK: NBR/poliuretans

Norade

Virzulu darbibas atrums atkarigs no standarta blivéjuma: maks. 25 m/min — 0,42 m/s

Virzulu darbibas atrums gala novietojuma: maks. 6 m/min — 0,10 m/s

For these standard cylinders, it is recommended not to weld any fastenings to the cylinder liner (e.g. cardan mountings) as this could distort it.

Apraksts

Our hydraulic cylinders and their components are designed for standard applications in industry and agriculture. They can be used only in some
circumstances for applications in construction machinery. If this is your intention, please contact our technical personnel. The cylinders conform to
the technical specifications in the catalogue or are designed to customers' specifications (approval drawing).

Izvéloties, parveidojot un izmantojot cilindrus, lddzu, nemiet véra

standarta EN ISO 4413 droSibas prasibas pret hidrotehniskajam iekartam

un to sastavdalam, ka ari likumdoSana noteiktas specifikacijas un

droSibas prasibas.

Izstradajums
Apziméjums Gajiens

(mm)
HK HT 02 30 0200 50 30 200 326 40,0 256,0 G 3/8" 23 3,64
HK HT 02 30 0250 50 30 250 376 40,0 303,0 G 3/8" 23 4,19
HK HT 02 30 0300 50 30 300 426 40,0 353,0 G 3/8" 23 4,75
HK HT 02 30 0350 50 30 350 476 40,0 403,0 G 3/8" 23 5,31
HK HT 02 30 0400 50 30 400 526 40,0 453,0 G 3/8" 23 5,86
HK HT 02 30 0500 50 30 500 626 40,0 553,0 G 3/8" 23 6,96
HK HT 03 40 0200 60 40 200 338 45,0 258,0 G 3/8" 26 5,64
HK HT 03 40 0300 60 40 300 438 45,0 358,0 G 3/8" 26 7,29
HK HT 03 40 0400 60 40 400 538 45,0 458,0 G 3/8" 26 8,98
HK HT 03 40 0500 60 40 500 638 45,0 558,0 G 3/8" 26 13,00
HK HT 03 40 0600 60 40 600 738 45,0 658,0 G 3/8" 26 12,28
HK HT 04 50 0300 70 50 300 450 50,0 365,0 G 3/8" 30 10,47
HK HT 04 50 0400 70 50 400 550 50,0 465,0 G 3/8" 30 12,86
HK HT 04 50 0500 70 50 500 650 50,0 565,0 G 3/8" 30 15,14
HK HT 04 50 0600 70 50 600 750 50,0 665,0 G 3/8" 30 17,50
@ S = Virzulkata diametrs
Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
14.01.2026 HANSA-FLEX AG www.hansa-flex.com 1



