HK PFE
Lapstinveida suknis HANSA[/FLEX

Tpadibas -
Modelis Pa labi T S

Norade
Veiktspéjas dati pie 1500 apgr./min ar hidraulisko ellu, kuras viskozitate ir 24 mm 2/s un temperattra 40 °C

Apraksts

Konstants siknis ar 12 rotora lapstinam

Hidrauliskais aksialais klirenss augstspiediena darbibai
Zems trok$nu limenis

Izstradajums
Apziméjums Spiedi- n Qmax pie Qmax pie varp- A Spiediena SICERES )

ens min. 7 bar 210 bar stas savienojums  savienojums

max. max. max. (%] STA\= SAE

(CED) (rpm) (L/min) (L/min) (mm)
HKPFE 31016 1DT 16,5 210 800 2800 23 16 1905 1345  3/4" 1,1/4" 825 16 73,0 111 9,00
HKPFE 310221DT 216 210 800 2800 30 23 1905 1345  3/4" 1,1/4" 825 16 73,0 111 9,00
HKPFE310281DT 280 210 800 2800 40 33 1905 1345  3/4" 1,1/4" 825 18 730 11 9,00
HK PFE 31 036 1DT 356 210 800 2800 51 43 19,05 1345  3/4" 1,1/4" 825 18 730 11 9,00
HKPFE410451DT 450 210 800 2500 64 57 2222 1600 1" 1.1/2" 101,6 146 1070 143 14,00
HK PFE 41 056 1DT 55,8 210 800 2500 80 72 2222 1600 1" 1.1/2" 101,6 146 1070 143 14,00
HKPFE410701DT 69,9 210 800 2500 101 91 2222 1600 1" 1.1/2" 1016 146 1070 143 14,00
HKPFE410851DT 853 210 800 2000 124 114 2222 1890 1" 1.1/2" 1016 146 1070 143 14,00
HK PFE 51 150 1DT 150,0 210 800 1800 215 197 31,75 186,5 1.1/4" 2" 127,0 181 143,5 17,5 26,00
HK PFE 52 090 3DT 90,0 250 1000 2000 128 111 34,88 189,0 1.1/4" 2" 127,0 181 143,5 17,5 32,14
HK PFE 52110 3DT 1096 250 1000 2200 157 138 34,88 189,0 1.1/4" 2" 127,0 181 1435 175 32,14
HK PFE 52129 3DT 1292 250 1000 2200 186 163 34,88 189,0 1.1/4" 2" 127,0 181 1435 17,5 32,14

VFU = katra apgrieziena vajadzigais tilpums — n = apgriezienu skaits

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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