HK PVPC
Aksialais virzulsiknis PVPC HANSA[/ FLEX

R )
) e

i .

i = - 1
| I® £ 5 ')
& ] 1 5 e
I . NS
&

€ L]

L] [
s = o

Norade
"C" versija = suknis ar manualu spiediena regulatoru
Versija CH — suknis ar manualu spiediena regulatoru un spiediena samazinasanu (ventilaciju), 3/2 virzienu magnétisko balstvarstu 24 VDC, NO

Apraksts

Siknis ar reguléjamu prasito tilpumu

Zems trok$nu limenis

Manuali iestatams spiediena regulators

Varpsta ar ierievi (22,22 piemérota 29 cm3; 25,38 piemérota 45 cm3; 31,75 piemérota 73 un 90 cm3)
GrieSanas virziens: pa labi

Izstradajums
Apziméjums S Spiediena

savienojums SAE savienojums SAE

HKPVPC C30291D 29 600 3000 280 350 1,1/4" 3/4" 216 182,7 116,2 101,6 174 146 88,5 117 18
HK PVPC C 4046 1D 46 600 2600 280 350 1.1/2" 1" 248 206,0 139,5 101,6 174 146 97,5 125 24
HKPVPCC50731D 73 600 2200 280 350 2" 1.1/4" 276 2350 1580 127,0 213 180 1125 139 35
HKPVPCC50901D 9 600 2200 250 315 2" 1.1/4" 276 2350 158,0 1270 213 180 112,5 139 35
HKPVPCCH30291D 20 600 3000 280 350 1,1/4" 3/4" 216 1827 1162 101,6 174 146 885 144 18
HK PVPC CH 4046 1D 46 600 2600 280 350 1.1/2" 1" 248 206,0 139,5 101,6 174 146 97,5 153 24
HK PVPC CH 5073 1D 73 600 2200 280 350 2" 1.1/4" 276 235,0 158,0 127,0 213 180 112,5 166 35
HK PVPC CH 5090 1D 90 600 2200 250 315 2" 1.1/4" 276 2350 158,0 127,0 213 180 112,5 166 35

VFU = katra apgrieziena vajadzigais tilpums — p2 = darba spiediens — p3 = augstakais spiediens — n = apgriezienu skaits

Piederumi
HK PVPC CONTROL Venting valve unit

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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