HK V7 367
3/3 kanlu parslsdzaivarsti HANSAVFLEX

Tpasibas HKV7 367
Modelis Tips A - vidéja pozicija atverta
Tips C — vidéja pozicija noslégta
Materials Korpuss: I€jums, iekS€jas detalas no térauda
Norade

Rotary slide valves can be pressurised from all sides and are designed to have less internal leakage

Izstradajums
Apziméjums Spiediens max. Savienojumi
(bar)

HK V7 367 A06 250 3/8" 40 24 73 8,5 42 62 36 110 0,92
HK V7 367 A08 250 1/2" 60 30 85 11,0 53 70 43 120 1,46
HK V7 367 A12 220 3/4" 120 32 91 11,0 54 80 47 125 1,86
HK V7 367 A16 220 1" 180 32 98 11,0 64 90 51 130 2,56
HK V7 367 C06 250 3/8" 40 24 73 8,5 42 62 36 110 0,92
HK V7 367 C08 250 1/2" 60 30 85 11,0 53 70 43 120 1,46
HK V7 367 C12 220 3/4" 120 32 91 11,0 54 80 47 125 1,86
HK V7 367 C16 220 1" 180 32 98 11,0 64 90 51 130 2,56

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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