PVC WAS
Udens $latene no PVC HANSA[/FLEX

Tpadibas

Izmanto$ana Celtniecibas ripnieciba
Lauksaimniecibas tehnika

IpaSas pazimes  ipasi izturiga, lokana, noturiga pret spiedienu,
nodilumu, ultravioletajiem stariem un apkartéjas
vides iedarbibu
nedaudz rievots aré€jais vaks

lek3€ja karta stabils, loti lokans, gluds, plastificéts PVC

leliktnis pastiprino$a spirale no triecienizturiga un spiedes
noturiga PVC

Arskats stabils, loti lokans, gluds, plastificéts PVC

Temperatira min. -5 °C

Temperatira max. 60 °C

Darba vides Udens

Norade
Visi apziméjumi, pieméram “-6”, nav attiecinami uz sienu biezumu.

Izstradajums
Apzimé&jums Collas lekS€jais @ Sieninu biezums BD* 20°C Spiediena izturiba Vakuums Min. liekuma radiuss Rulla garums
temperatura

(mm) (mm) [CED) (bar) (bar) (mm) (m)
PVC WAS 19-6 3/4" 19 3,0 8,0 25 0,7 85 50
PVC WAS 25-7 1" 25 3,0 7,0 21 0,6 105 50
PVC WAS 32-6 1,1/4" 32 3,0 6,0 21 0,6 125 50
PVC WAS 38-6 1,1/2" 38 3,5 6,0 18 0,6 150 50
PVC WAS 50-5 2" 51 4,5 5,0 15 0,6 205 50
PVC WAS 60-4.5 2,1/2" 60 4,5 4,5 13 0,6 248 50
PVC WAS 76-3.6 3" 76 4,5 3,5 12 0,6 320 50
PVC WAS 90-3.5 3.1/2" 90 5,0 3,0 11 0,6 395 50

BD = darba spiediens

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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