CH3

Virzula lenkveida uzmava CH3 HANSA[/FLEX

Tpa&ibas i e
Modelis Virzula lenkveida uzmava 4 j—rs
Ekspluatacijas spiediens  [idz 400 bar L 3
— =@
Slides atrums max. 0,5 m/s | D
Temperatiira min. -30°C .
Temperatira max. 110 °C
Darba vides Mineralellas Toleranz ! Tolerance
Udens emulsijas D [ d | d1 | L
Montaza uz vairakdalu virzuliem SR 1 [OER0) nt+ 0,50
Materials (1) piespiedéjgredzens: NBR, cieti arméts ) d .:,2 mim l
(2) lenkveida uzmava: NBR (nitrila
butadienkaucéuks), arméts
(3) balstgredzens: poliacetals/PTBR
IzmantoSana Hidrauliska sistéma
Apraksts

augsta termiska izturiba

Smagos darba apstaklos, pieméram, palielinoties spiedienam.
Stipra vibracija, nelidzenas virsmas.

Pasitiljuma norades
Ja ir ipasi darbibas apstakli (Skidrums, temperatira, spiediens), lidzu, sazinieties ar mums.
lespéjami citi materiali: FPM.

Izstradajums
Apziméjums D d L
(mm) (mm) (mm)
CH3-030 30 20 9,3
CH3-032 32 20 10,9
CH3-040 40 25 11,5
CH3-045 45 30 11,5
CH3-050 50 35 11,5
CH3-055 55 40 11,5
CH3-060 60 45 11,5
CH3-063 63 48 13,0
CH3-065 65 50 13,0
CH3-070 70 50 15,2
CH3-080 80 60 15,2
CH3-090 90 70 21,2
CH3-100 100 80 21,2
CH3-110 110 90 21,2
CH3-115 115 95 21,2
CH3-125 125 100 25,8
CH3-140 140 115 25,8
CH3-150 150 120 29,0
CH3-160 160 130 29,0
CH3-180 180 150 31,5
CH3-200 200 170 33,5
CH3-225 225 195 33,5
CH3-250 250 220 33,5
CH3-300 300 270 33,5

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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