GA
Tirtajs, GA HANSAVFLEX

Tpasibas
Modelis Tirtajs

Slides atrums max. 0,5 m/s

Temperatira min. -30 °C

Temperatira max. 100 °C

Darba vides gciineréle!!asl . Toleranz | Talerance
_ - e.ns emu suas_ S d 5] L
Montaza tiek iespiests atvertajas rievas hi1 | He +3.2ﬂ
Materials (1) apvalks: térauds |
(2) tirtajs: NBR 90°, Sora ciefiba A
IzmantoSana Hidrauliska sistéema
Apraksts

NepiecieSams |oti maz vietas
bez netirumu noklGSanas par aréjo metala gredzenu.
Vienkarss risinajums.

Pasitljuma norades
Ja ir ipasi darbibas apstakli (Skidrums, temperatira, spiediens), lidzu, sazinieties ar mums.
lespé&jami citi materiali: FPM.

Izstradajums

Apzimé&jums AtbilstoSi rievai
GA 10 16-3 10 16,0 - 3,0 4,5 -

GA 10 19-3 10 18,9 - 2,9 5,0 -

GA 10 20-5 10 20,0 - 5,0 8,0 -

GA 12 18-3 12 18,0 - 3,5 5,0 -

GA 12 20-4 12 20,0 - 4,0 6,0 -

GA 12 22-5 12 22,0 - 5,0 8,0 -

GA 14 20-3 14 20,0 - 3,0 4,5 -

GA 14 22-3 14 22,0 - 3,0 4,0 -

GA 16 22-3 16 22,0 - 3,0 4,0 -

GA 16 26-5 16 26,0 - 5,0 8,0 -

GA 18 28-5 18 28,0 - 5,0 7,0 -

GA 18 28-7 18 28,0 - 7,0 10,0 ISO 5597
GA 20 26-3 20 26,0 - 3,5 5,0 -

GA 20 28-3 20 28,0 - 3,5 5,0 -

GA 20 28-5 20 28,0 - 5,0 7,0 -

GA 20 30-4 20 30,0 - 4,0 6,0 -

GA 20 30-5 20 30,0 - 5,0 8,0 -

GA 20 30-7 20 30,0 - 7,0 10,0 ISO 5597
GA 20 35-7 20 35,0 - 7,0 10,0 -

GA 22 28-5 22 28,0 - 5,0 9,0 -

GA 22 30-4 22 30,0 - 4,0 7,0 -

GA 22 32-5 22 32,0 - 5,0 7,0 -

GA 22 32-7 22 32,0 - 7,0 10,0 ISO 5597
GA 22 35-5 22 35,0 - 5,0 8,0 -

GA 25 35-5 25 35,0 - 5,0 8,0 -

GA 25 35-7 25 35,0 - 7,0 10,0 ISO 5597
GA 28 38-5 28 38,0 - 5,0 8,0 -

GA 28 38-7 28 38,0 - 7,0 10,0 -

GA 28 40-7 28 40,0 - 7,0 10,0 -

GA 30 40-5 30 40,0 - 5,0 8,0 -

GA 30 40-7 30 40,0 - 7,0 10,0 -

GA 30 45-5 30 45,0 - 5,0 8,0 -

GA 32 40-4 32 40,0 - 4,0 7,0 -

GA 32 42-5 32 42,0 - 5,0 7,0 -

GA 32 42-7 32 42,0 - 7,0 10,0 -

GA 32 45-4 32 45,0 - 4,0 8,0 -

GA 32 45-7 32 45,0 - 7,0 10,0 -

GA 33 43-5 33 43,0 - 5,0 8,0 -

—
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GA
Tirtajs, GA HANSAVFLEX

Izstradajums

Apziméjums AtbilstoSi rievai
GA 35 45-5 35 45,0 - 5,0 8,0 -

GA 35 45-7 35 45,0 - 7,0 10,0 ISO 5597
GA 35 47-7 35 47,0 - 7,0 10,0 -

GA 36 45-7 36 45,0 - 7,0 10,0 -

GA 36 46-5 36 46,0 - 5,0 8,0 -

GA 3747 -5 37 - 47 5,0 - -

GA 38 48-7 38 48,0 - 7,0 10,0 -

GA 40 50-5 40 50,0 - 5,0 8,0 -

GA 40 50-7 40 50,0 - 7,0 10,0 ISO 5597
GA 40 52-5 40 52,0 - 5,0 8,0 -

GA 42 52-7 42 52,0 - 7,0 10,0 -

GA 45 55-7 45 55,0 - 7,0 10,0 ISO 5597
GA 45 60-7 45 60,0 - 7,0 10,0 -

GA 48 60-7 48 60,0 - 7,0 10,0 -

GA 50 56-5 50 56,0 - 5,0 8,0 -

GA 50 60-5 50 60,0 - 5,0 8,0 -

GA 50 60-7 50 60,0 - 7,0 10,0 ISO 5597
GA 50 65-5 50 65,0 - 5,0 8,0 -

GA 50 65-7 50 65,0 - 7,0 10,0 -

GA 52 62-7 52 62,0 - 7,0 10,0 -

GA 55 63-7 55 63,0 - 7,0 10,0 -

GA 55 65-7 55 65,0 - 7,0 10,0 -

GA 55 70-7 55 70,0 - 7,0 10,0 -

GA 55 80-5 55 80,0 - 5,0 8,0 -

GA 56 65-7 56 65,0 - 7,0 10,0 -

GA 56 66-5 56 66,0 - 5,0 8,0 -

GA 56 66-7 56 66,0 - 7,0 10,0 ISO 5597
GA 60 70-5 60 70,0 - 5,0 7,0 -

GA 60 70-7 60 70,0 - 7,0 10,0 -

GA 60 74-5 60 74,0 - 5,0 8,0 -

GA 60 75-7 60 75,0 - 7,0 10,0 -

GA 63 75-7 63 75,0 - 7,0 10,0 -

GA 63 83-5 63 83,0 - 5,0 8,0 -

GA 65 75-7 65 75,0 - 7,0 10,0 -

GA 70 80-5 70 80,0 - 5,0 7,0 -

GA 70 80-7 70 80,0 - 7,0 10,0 ISO 5597
GA 75 85-7 75 85,0 - 7,0 10,0 -

GA 75 87-5 75 87,0 - 5,0 7,0 -

GA 80 90-7 80 90,0 - 7,0 10,0 ISO 5597
GA 85 95-7 85 95,0 - 7,0 10,0 -

GA 90 100-5 90 100,0 - 5,0 7,0 -

GA 90 100-7 90 100,0 - 7,0 10,0 ISO 5597
GA 95 105-7 95 105,0 - 7,0 10,0 -

GA 100 110-5 100 110,0 - 5,0 7,0 -

GA 100 110-7 100 110,0 - 7,0 10,0 -

GA 105 115-7 105 115,0 - 7,0 10,0 -

GA 110 120-7 110 120,0 - 7,0 10,0 -

GA 115 125-7 115 125,0 - 7,0 10,0 -

GA 120 130-7 120 130,0 - 7,0 10,0 -

GA 125 140-7 125 140,0 - 7,0 10,0 -

GA 125 140-9 125 140,0 - 9,0 12,0 ISO 5597
GA 130 145-9 130 145,0 - 9,0 12,0 -

GA 135 145-7 135 145,0 - 7,0 10,0 -

GA 135 150-9 135 150,0 - 9,0 12,0 -

GA 140 150-7 140 150,0 - 7,0 10,0 -

GA 140 155-9 140 155,0 - 9,0 12,0 ISO 5597
GA 150 165-9 150 165,0 - 9,0 12,0 -

GA 160 175-9 160 175,0 - 9,0 12,0 ISO 5597
GA 170 185-10 170 185,0 - 10,0 14,0 -

GA 180 195-10 180 195,0 - 10,0 14,0 -

GA 200 220-12 200 220,0 - 12,0 16,0 -
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