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Tpasibas

Slides atrums max. 1,0 m/s

Spiediena izturiba atbilsto3i DIN 53454 (N/mm2) 350 N/mm?2

Virsmas spiediens 50 N/mm2
Temperatira min. -40 °C
Temperatira max. 130 °C
Darba vides Mineralellas
Udens emulsijas
Montaza ievietot rieva
Materials Vadgredzens: fenolsveku sintézes

Skiedrauduma laminats ar grafitu

Norade

Skérsspéka aprékinasana F=pxDxLxn
F= maksimalais Skérsspéks (N)

p= maksimalais virsmas spiediens (N/mmz2)
D x L= paredzeéta virsma (mm2)

n= gredzenu skaits

Apraksts

Piegade iesp&jama metros.

vienkarsa rievas apstrade un montaza
zems berzes koeficients.

augsta nestspéja

Pasitijuma norades

Schnittmiglichkeitzn ! Cutting options

A 3

Ja ir ipasi darbibas apstakli (Skidrums, temperatura, spiediens), lidzu, sazinieties ar mums.

Izstradajums
Apziméjums e L
(mm) (mm)
GTH 25 056 2,5 5,6
GTH 25 097 25 9,7
GTH 25 150 2,5 15,0
GTH 25 200 2,5 20,0
GTH 25 250 2,5 25,0
GTH 30 097 3,0 9,7
GTH 30 128 3,0 12,8
GTH 30 150 3,0 15,0
GTH 30 192 3,0 19,2
GTH 30 200 3,0 20,0
GTH 30 250 3,0 25,0
GTH 30 300 3,0 30,0
GTH 35 300 3,5 30,0
GTH 40 097 4,0 9,7
GTH 40 128 4,0 12,8
GTH 40 150 4,0 15,0
GTH 40 200 4,0 20,0
GTH 40 250 4,0 25,0

Toleranz / Tolerance
d L
Ho fa +0,20
D

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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