I-DWR
Stienu vadotne, I-DWR HANSAVFLEX

Tpasibas

Slides atrums max. 0,8 m/s = L
Virsmas spiediens  pie 20°C 15 N/mmz2; pie 100°C 10 N/mm3 2
Temperatira min. -30 °C

Temperatira max. 110 °C

- — Toleranz f Tolerance
Darba vides Mineralellas d D L
Udens emulsijas
— —ors STl +0,05 | +0,10
Montaza ievietot rieva fr 0 0
Materials Poliacetals + stiklSkiedra
Norade

Skérsspéka aprékinasana F=pxDxLxn
F= maksimalais §kérsspéks (N)

p= maksimalais virsmas spiediens (N/mmz2)
D x L= paredzéta virsma (mm2)

n= gredzenu skaits

Apraksts

vienkarsa rievas apstrade un montaza

augsta nestspéja

Zema nolietoSanas pakape un mazs berzes koeficients (no 0,05 lidz 0,1), pieejami daudzi izméri.

Pasitljuma norades
Vadgredzenus, kuru diametrs ir no 20 lidz 510 mm, varam izgatavot isa termina.

Izstradajums
Apziméjums D d L
(mm) (mm) (mm)
I-DWR 18-2-9.6 22 18 9,60
I-DWR 20-2-9.6 24 20 9,60
I-DWR 25-2-9.6 29 25 9,60
I-DWR 28-2-9.6 32 28 9,60
I-DWR 30-2-9.6 34 30 9,60
I-DWR 30-3-9.6 36 30 9,60
I-DWR 32-2-9.6 36 32 9,60
I-DWR 32-3-10 38 32 10,00
I-DWR 34-2-9.6 38 34 9,60
I-DWR 35-2-9.6 39 35 9,60
I-DWR 35-2-12.8 39 35 12,80
I-DWR 35-3-9.6 M 35 9,60
I-DWR 36-2-9.6 40 36 9,60
I-DWR 36-3-9.6 42 36 9,60
I-DWR 38-2-9.6 42 38 9,60
I-DWR 38-2-18 42 38 18,00
I-DWR 40-2-9.6 44 40 9,60
I-DWR 40-3-9.6 46 40 9,60
I-DWR 40-3-12.8 46 40 12,80
I-DWR 42-3-9.6 48 42 9,60
I-DWR 44-3-9.6 50 44 9,60
I-DWR 45-3-9.6 51 45 9,60
I-DWR 45-3-12.8 51 45 12,80
I-DWR 48-3-9.6 54 48 9,60
I-DWR 50-3-9.6 56 50 9,60
I-DWR 50-3-12.8 56 50 12,80
I-DWR 53-3-9.6 59 53 9,60
I-DWR 55-3-9.6 61 55 9,60
I-DWR 55-3-12.8 61 55 12,80
I-DWR 56-3-12.8 62 56 12,80
I-DWR 60-3-12.8 66 60 12,80
I-DWR 63-3-12.8 69 63 12,80
—
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I-DWR
Stienu vadotne, I-DWR HANSAVFLEX

Izstradajums
Apziméjums D d L
(mm) (mm) (mm)

I-DWR 65-3-12.8 71 65 12,80
I-DWR 70-3-12.8 76 70 12,80
I-DWR 75-3-12.8 81 75 12,80
I-DWR 75-3-19.2 81 75 19,20
I-DWR 76-3-12.8 82 76 12,80
I-DWR 78-3-25 84 78 25,00
I-DWR 80-3-12.8 96 80 12,80
I-DWR 90-3-12.8 96 90 12,80
I-DWR 100-3-12.8 106 100 12,80
I-DWR 105-3-12.8 111 105 12,80
I-DWR 105-3-19.2 111 105 19,20
I-DWR 110-3-12.8 116 110 12,80
I-DWR 110-3-25.75 116 110 25,75
I-DWR 115-3-12.8 121 115 12,80
I-DWR 125-3-12.8 131 125 12,80
I-DWR 130-3-12.8 136 130 12,80
I-DWR 145-3-12.8 151 145 12,80
I-DWR 160-3-19.2 166 160 19,20
I-DWR 200-3-19.2 206 200 19,20
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