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Materials (1) blivéjums: PUR 500 <010 <015 HEAT| Hy |7
(2) balstgredzens: poliacetals/PTBR
Izmanto$ana Hidrauliska sistéma

Apraksts

blivéjums ar augstu berzes izturibu.
augsta nodilumizturiba

Vienkarss risinajums.

Piemeérots teleskopiskajam cilindram.

Izstradajums

Apziméjums AtbilstoSi rievai
RS 45 52-LA 52,0 45 14,0 -

RS 50 60-LA 60,0 50 8,0 -

RS 50 70-LA 70,0 50 13,0 -

RS 60 68-LA 68,0 60 14,0 -

RS 60 69-LA 69,0 60 11,0 -

RS 60 80-LA 80,0 60 13,0 -

RS 63 83-LA 83,0 63 13,0 -

RS 70 85-LA 85,0 70 12,5 -

RS 78 86-LA 86,0 78 14,0 -

RS 80 95-LA 95,0 80 12,5 ISO 5597
RS 97 105-LA 105,0 97 14,0 -

RS 100 120-LA 120,0 100 14,5 -

RS 118 126-LA 126,0 118 14,0 -

RS 125 145-LA 145,0 125 13,0 -

RS 143 151-LA 151,0 143 14,0 -

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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