TDOP
Virzulu komplekts TDOP HANSA[/ FLEX

Tpasibas D

Modelis Virzulu komplekts - P - 4 | 4

Ekspluatacijas spiediens  fidz 10 bar i 4 4 . +

Slides atrums max. 1,0 m/s % = ] — % § l .

Temperatira min. -30 °C ' ;_% e e ‘f

Temperatira max. 110°C Toleranz [ Tolerance ?_% I

Darba vides Mineralellas D d E ' i -
Udens un gaiss H11| f8 0,50 | ' -

Montaza ar gumijoto pusi bidit uz virzula kata izcilni un 2 7 .
nostiprinat ar paplaksni un uzgriezni K=02E

Materials NBR 85°, ar térauda kodolu, Sora cietiba A

Izmanto$ana Pneimatika

Norade

Pielaide: D= H11; d=f8; E= +/-0,5

Apraksts

Virzulu komplekts.

Pasitljuma norades
Ja ir ipasi darbibas apstakli (Skidrums, temperatira, spiediens), lidzu, sazinieties ar mums.
lespé&jami citi materiali: FPM, EPDM.

Izstradajums
Apziméjums D d P E e
(mm) (mm) (mm) (mm) (mm)
TDOP 25 25 8 15,6 12 3,8
TDOP 32 32 8 20,0 15 3,8
TDOP 40 40 10 27,0 18 4,8
TDOP 50 50 10 37,0 18 4,8
TDOP 60 60 12 43,0 22 6,0
TDOP 63 63 12 43,0 22 6,0
TDOP 063-1 63 16 43,0 22 6,0
TDOP 65 65 12 43,0 25 6,0
TDOP 70 70 12 50,0 25 6,0
TDOP 80 80 16 55,0 24 6,0
TDOP 100 100 20 75,0 26 7,0
TDOP 125 125 20 95,0 26 9,6
TDOP 160 160 27 129,0 30 10,8
TDOP 200 200 27 169,0 35 11,4

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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