WRM-H
Tiritajs, WRM-H HANSAVFLEX
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Modelis Tirtajs ) {:;.f"""“\

Slides atrums max. 0,8 m/s 1\! fonD o oot ! 1 L L

Temperatira min. -30 °C : 3 1 ' ‘ T

Temperatira max. 110 °C T i T,

Darba vides Mineralellas Toleranz / Tolerance N f L] '1'
Udens emulsijas d D L c ry

Montaza Tirtaju izveidot elipsveida forma un iespiest rieva hi1 +0,20 | +0,10 | +0,20 :

Materials Poliesters g D 0 r=t ,\___.’,{:}

Izmanto§ana Hidrauliska sistéma G

Apraksts

Vienkarss risinajums.
vienkarSa montaza
augsta nodilumizturiba

Izstradajums
Apziméjums d D L C
(mm) (mm) (mm) (mm)
WRM-H 20 20 28 5,0 25,5
WRM-H 25 25 33 5,0 30,5
WRM-H 28 28 36 5,0 33,5
WRM-H 30 30 38 5,0 35,5
WRM-H 32 32 40 5,0 37,5
WRM-H 36 36 44 5,0 41,5
WRM-H 40 40 48 5,0 45,5
WRM-H 45 45 53 5,0 50,5
WRM-H 50 50 58 5,0 55,5
WRM-H 60 60 70 6,3 67,0
WRM-H 70 70 80 6,3 77,0
WRM-H 80 80 90 6,3 87,0
WRM-H 90 90 100 6,3 97,0
WRM-H 100 100 115 9,5 110,0
WRM-H 110 110 125 9,5 120,0
WRM-H 125 125 140 9,5 135,0

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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