INDU WAS SD
lestkSanas un spiediena udens S|utene HANSA[/FLEX

Tpasibas

Izmanto$ana zemspiediena iesucéju un spiediena sistémas PISKAE 0014550 wp 10 501
Rupnieciba un bavnieciba

Standarts ISO 1307

lek3€ja karta Dabiskais un sintétiskais gumija

leliktnis augstas izturibas, sintétiski auduma ieliktni un
térauda stieples spirale

Arskats Sintétiska gumija

Krasa Melns

Temperatira min. -25 °C

Temperatira max. 70 °C

Darba vides Udens
Izstradajums
Apziméjums Collas leks&jais Argjais Sieninu Ekspluatacijas Spiediena Vakuums Min. liekuma
1) biezums spiediens izturiba radiuss

(mm) (mm) (mm) (bar) (bar) (bar) (mm)
INDU WAS 25-5 SD 1" 254 35 5,0 10,0 30 0,93 153 40
INDU WAS 32-5 SD 1,1/4" 32,0 42 5,0 10,0 30 0,93 192 40
INDU WAS 38-5 SD 1,1/2" 38,0 48 5,0 10,0 30 0,93 228 40
INDU WAS 45-5 SD 1.3/4" 445 55 5,0 10,0 30 0,93 267 40
INDU WAS 51-5.56 SD 2" 51,0 62 55 10,0 30 0,93 306 40
INDU WAS 63-6 SD 212" 63,5 75 6,0 10,0 30 0,93 381 40
INDU WAS 70-8 SD 2.3/4" 70,0 86 8,0 10,0 30 0,93 420 40
INDU WAS 76-6.56 SD 3" 75,0 89 7,0 10,0 30 0,93 458 40
INDU WAS 102-6.5SD 4" 101,6 115 6,5 10,0 30 0,93 610 40
INDU WAS 127-8.56SD 5" 127,0 144 8,5 10,0 30 0,93 762 40
INDU WAS 152-8.5SD 6" 152,4 169 8,5 10,0 30 0,93 915 40
INDU WAS 203-10.5SD 8" 203,2 224 10,5 10,0 30 0,93 1219 40
INDU WAS 254-16 SD 10" 254,0 275 16,0 10,0 30 0,93 1524 40

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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