INDU WAS
Rupnieciska tdens Slutene HANSA[/FLEX

Tpasibas

Izmanto$ana Darzkopiba, lauksaimnieciba ALK W05 1 10 ap
Rapniecibas un blvniecibas jomas ka zema
spiediena §|utene

lek$éja karta Dabiskais un sintétiskais gumija

leliktnis augstas izturibas, sintétiski auduma ieliktni

Arskats Sintetiska gumija, noturigs pret apkartéjas vides
iedarbibu

Krasa Melns

Temperatiira min. -25 °C

Temperatira max. 70 °C

Darba vides Udens
Gaiss

Izstradajums
Apziméjums Collas lekséjais @ Argjais @ Ekspluatacijas spiediens Spiediena izturiba  Min. liekuma radiuss  Rulla garums

(mm) (mm) (CED) (CED) (mm) (m)
INDU WAS 25-5 1" 25,4 33 10,0 30 254 40
INDU WAS 28-5 - 28,0 38 10,0 30 280 40
INDU WAS 32-5.5 1,1/4" 32,0 43 10,0 30 210 40
INDU WAS 38-6 1,1/2" 38,0 50 10,0 30 250 40
INDU WAS 40-6.5 - 40,0 53 10,0 30 280 40
INDU WAS 45-7 1.3/4" 445 54 10,0 30 445 40
INDU WAS 50-7 2" 50,0 64 10,0 30 350 40
INDU WAS 60-7 - 60,0 74 10,0 30 400 40
INDU WAS 63-7 2,1/2" 63,5 74 10,0 30 635 40
INDU WAS 70-7 - 70,0 84 10,0 30 480 40
INDU WAS 75-7 3" 75,0 91 10,0 30 550 40
INDU WAS 80-8 - 80,0 96 10,0 30 600 40
INDU WAS 90-8 - 90,0 106 10,0 30 650 40
INDU WAS 102-7 4" 100,0 116 10,0 30 720 40
INDU WAS 1109 - 110,0 128 10,0 30 1100 40
INDU WAS 127-9 5" 127,0 140 10,0 30 1270 40
INDU WAS 152-11 6" 150,0 170 10,0 30 1200 40
INDU WAS 203-11 8" 203,2 222 10,0 30 2032 20

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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