HK EMDV

2/2 kanalu magnétiskie balstvarsti EMDV

HANSAVFLEX

Tpasibas

Piegades apjoms

ar spoli, bez spraudna

Ekspluatacijas spiediens

maks. 350 bar

Norade
Uzmanibu!

Varsti HKEMDV10NO1/NC1 nav sedlveida varsti.

Varstam HKEMDV08***230AC izmantojiet rektifikatora spraudni HKSP669
PievilkSanas griezes moments varstu lielumam 08 aluminija korpusa: 34-41 Nm
Pievilk§anas griezes moments varstu lielumam 08 térauda korpusa: 47-54 Nm
PievilkSanas griezes moments varstu lielumam 10 aluminija korpusa: 47-54 Nm
Pievilk§anas griezes moments varstu lielumam 10 térauda korpusa: 74-81 Nm
Pievilksanas griezes moments varstu lielumam 12 aluminija korpusa: 74-81 Nm
Pievilksanas griezes moments varstu lielumam 12 térauda korpusa: 95-102 Nm
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HK EMDV 08 N0O8 12DC ar iepriek$éju kontroli 38,0 787 27,9 343 HK GEH 38 C 0820 SAE 8/2 3/4"-16UNF-2B 1) 12 VDC 0,36
HK EMDV 08 NO8 24DC  ar ieprieks&ju kontroli 38,0 w7 2o 3 HK GEH 38 C 0820 SAE 8/2 3/4"-16UNF-2B (1) 24 VDC 036
HK EMDV 08 N08 230AC ar ieprieks&ju kontroli 38,0 78,7 27,9 343 HK GEH 38 C 0820 SAE 8/2 3/4"-16UNF-2B (1) 230 VAC 0,36
HK EMDV 08 NC8 12DC ar iepriek3&ju kontroli 38,0 n1ze s HK GEH 38 C 0820 SAE 8/2 3/4"-16UNF-2B (1) 12 VDC 036
HK EMDV 08 NC8 24DC  ar ieprieks&ju kontroli 38,0 1 2zze 3 HK GEH 38 C 0820 SAE 8/2 3/4"-16UNF-2B (1) 24 VDC 036
HK EMDV 08 NC8 230AC  ar iepriek3&ju kontroli 38,0 n1 ze  us  HK GEH 38 C 0820 SAE 8/2 3/4"16UNF-2B (1) 230 VAC 036
HK EMDV 08 NC3 12DC  tieSi reguléjams 19,0 w7 2zze 3 HK GEH 38 C 0820 SAE 8/2 3/4"-16UNF-2B (1) 12 VDC 041
HK EMDV 08 NC3 24DC  tieSi reguléjams 19,0 w7 270 3 HK GEH 38 C 0820 SAE 8/2 3/4"-16UNF-2B (1) 24 VDC 041
HK EMDV 08 NC3 230AC tieSi reguléjams 19,0 w7 270 3 HK GEH 38 C 0820 SAE 8/2 3/4"-16UNF-2B (1) 230 VAC 041
HK EMDV 10 No1 12DC  tieSi regulégjams 30,0 w2 w2s 42 HK GEH 38 C1020 SAE10/27/8"14UNF-2B. (2 12VDC 088
HK EMDV 10 No1 24DC  tieSi reguléjams 30,0 932 w25 42 HKGEH 38 C1020 SAE 10/27/8"-14UNF-2B (2 24 VDC 088
HK EMDV 10 N01230AC tieSi reguléjams 30,0 92 25 42  HKGEH 38 C1020 SAE 10/27/8"-14UNF-2B. @ 230 VAC 088
HKEMDV 10 NC1 12DC  tieSi reguléjams 30,0 32 w25 42 HKGEH 38 C1020 SAE 10/27/8"-14UNF-2B. 2 12VDC 088
HK EMDV 10 NC124DC  tieSi reguléjams 30,0 32 x5 42 HKGEH 38 C1020 SAE 10/27/8"-14UNF-2B (2 24 VDC 088
HK EMDV 10 NC1230AC  tieSi reguléjams 30,0 32 325 42  HK GEH 38 C1020 SAE 10/27/8"-14UNF-2B (2 230 VAC 088
HK EMDV 12 N04 12DC  arieprieksgjukontroli 136,095 444 452 HKGEH 12C1220/HK GEH 34 C1220  SAE 122 1.1/16™-12UNF-28  (2) 12 VDC 0,90
HK EMDV 12 N04 24DC ar iepriek3gju kontroli  136,0 %05 444 452  HKGEH 12 C1220/HK GEH 34 C1220  SAE 12/2 1.1/16"-12UNF-2B  (2) 24 VDC 0,90
HK EMDV 12 N04 230AC  arieprieks&jukontroli 136,095 444 452 HKGEH 12C1220/HK GEH 34 C1220  SAE 12/21.1/16™-12UNF-28 (2) 230 VAC 0,90
HK EMDV 12 NC4 12DC  arieprieks&jukontroli 136,095 444 452 HKGEH 12C1220/HK GEH 34 C1220  SAE 122 1.1/16™-12UNF-28 (1) 12 VDC 0,90
HK EMDV 12 NC4 24DC  ariepriek3gjukontroli 136,095 444 452 HKGEH 12C1220/HK GEH 34 C1220  SAE 122 1.1/16™-12UNF-28 (1) 24 VDC 0,90
HK EMDV 12 NC4 230AC  ariepriek3gjukontroli 136,095 444 452 HKGEH 12C1220/HK GEH 34 C1220  SAE 12/21.1/16™-12UNF-28 (1) 230 VAC 0,90
(1) nav darbinams manuali - (2) manuali darbinams
Piederumi
HKGEH 20 AL FE e o anall, aturniia
HKGEH 20 606 VASlukopusjesiedusianien

Elektriskais spraudnis magnétiskajai
HK SP DIN 43650 igglgi saskana ar DIN 43650 / ISO
HK SP EMDV Spole kasetnes ventilim EMDV
Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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