ND 300 BL, GRN, R
Zema spiediena Slutene, ieliekama S|utene HANSA[/FLEX

Tpasibas

Izmanto$ana Masinbive Ty~
Visparéja izmantoSana gaisam, tdenim u.c. -

lek3éja karta NBR (nitrils) baze

leliktnis viens appinuma ieliktnis no auduma

Arskats Sintétiska gumija

Temperatira min. -40 °C

Temperatra max. 100 °C

Darba vides Udens
Gaiss
Hidrauliskas ellas (uz mineralellas bazes)
Antifriza Skidumi

Izstradajums
Apzimé&jums DN* Izmérs Collas Iek3éjais @ lek3Ejais @ Aréjais @ Ekspluatacijas Spiediena Min. liekuma
spiediens izturiba radiuss

(mm) (mm) (mm) ((ED) ((ED) (mm)
ND 306 BL 6 4 174" 6 6,0 11,9 21,0 84 45 zils
ND 310 BL 10 6 3/8" 10 10,0 15,9 21,0 84 75 zils
ND 313 BL 12 8 1/2" 13 13,0 19,6 21,0 84 80 zils
ND 316 BL 16 10 5/8" 16 16,0 23,9 21,0 84 115 zils
ND 320 BL 19 12 3/4" 19 19,0 26,9 21,0 84 135 zils
ND 306 GRN 6 4 174" 6 6,0 11,9 21,0 84 45 zal$
ND310GRN 10 6 3/8" 10 10,0 15,9 21,0 84 75 zal$
ND313GRN 12 8 1/2" 13 13,0 19,6 21,0 84 80 zals
ND316GRN 16 10 5/8" 16 16,0 23,9 21,0 84 115 zals
ND320GRN 19 12 3/4" 19 19,0 26,9 21,0 84 135 zals§
ND 306 R 6 4 174" 6 6,0 11,9 21,0 84 45 sarkans
ND 310 R 10 6 3/8" 10 10,0 15,9 21,0 84 75 sarkans
ND 313 R 12 8 1/2" 13 13,0 19,6 21,0 84 80 sarkans
ND 316 R 16 10 5/8" 16 16,0 23,9 21,0 84 115 sarkans
ND 320 R 19 12 3/4" 19 19,0 26,9 21,0 84 135 sarkans

DN = nominalais diametrs, nominalais platums

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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