SILO SD J
Cisternu Slltene stk8anas un spiediena vajadzibam HANSA /FLEX

Tpasibas

Izmanto$ana cementa, smilSu, grants un granulata iekrauSanai
un izkraus$anai no transporté$anas automasinam.

Tpasas pazimes Nodiluma vértiba atbilstosi DIN 53516 < 65 mm3
Standarts 1ISO 1307

lek$éja karta Tpasi nodilumizturiga, izoléjoSa gumija

leliktnis augstas izturibas, sintétiski auduma ieliktni, térauda
stieples spirale un vara stieple.

Arskats Tpasa sintétiska gumija - ipasi noturiga pret
nodilumu, pret ozona un atmosféras iedarbibu, 1pasi
apstradata.

Krasa Melns

Temperatira min. -40 °C

Temperatiramax. 70 °C

Darba vides Cements

Smiltis

Grants

Granulati
Izstradajums
Apziméjums Collas lek3gejais @ Aréjais @ Ekspluatacijas spiediens Spiediena izturiba Vakuums Min. liekuma radiuss Rulla garums

(mm) (mm) (CED) ((ED) (bar) (mm) (m)

SILO 25-7 SD 1" 25,4 39,0 10,0 30 0,93 155 40
SILO 32-6.5 SD 1,1/4" 32,0 45,0 10,0 30 0,93 190 40
SILO 38-7 SD 1,1/2" 38,0 52,0 10,0 30 0,93 230 40
SILO 51-7.5 SD 2" 50,8 66,0 10,0 30 0,93 305 40
SILO 63-7.5 SD 212" 63,5 78,5 10,0 30 0,93 380 40
SILO 76-8 SD 3" 76,2 92,0 10,0 30 0,93 460 40
SILO 80-10.5SD  3.1/4" 80,0 101,0 10,0 30 0,93 500 40
SILO 90-8.5 SD 3.12" 90,0 107,0 10,0 30 0,93 540 40
SILO 102-9 SD 4" 101,6 120,0 10,0 30 0,93 610 40
SILO 127-11 SD 5" 127,0 149,0 10,0 30 0,93 765 40
SILO 152-11 SD 6" 152,4 174,5 10,0 30 0,93 915 40
SILO 203-13 SD 8" 203,2 229,0 10,0 30 0,93 1220 20
SILO 254-13.5SD 10" 254,0 281,0 10,0 30 0,93 1525 20

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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