PRT S HR

Perrot savienojums, spraudnis, aréjas vitnes

HANSAVFLEX

Tpadibas

Savienojums 1

Savienojuma spraudnis

Savienojums 2

BSP aréjas vitnes, cilindriskas

Materials

Térauds

Virsmas aizsardziba

karstais cinkojums

Izstradajums
Apziméjums

Ekspluatacijas spiediens

(bar)

PRT 8 50 HR 1.1/2 25,0 50,0 G1.1/2"-11
PRT S 50 HR 2 25,0 50,0 G2"-11
PRT S 70 HR 2 25,0 70,0 G2"-11
PRT S 70 HR 2.1/2 25,0 70,0 G21/2"-11
PRT S70 HR 3 25,0 70,0 G3"-11
PRT S 89 HR 2.1/2 25,0 89,0 G2.1/2"-11
PRT S89HR 3 25,0 89,0 G3"-11
PRT 8 108 HR 2.1/2 25,0 108,0 G2.1/2"-11
PRT S 108 HR 3 25,0 108,0 G3"-11
PRT S 108 HR 4 25,0 108,0 G4"-11
PRT S 133 HR 2.1/2 25,0 133,0 G2.1/2" -1
PRT S 133 HR 4 25,0 133,0 G4"-11
PRT S 133 HR 5 25,0 133,0 G5"-11
PRT S 159 HR 2.1/2 25,0 159,0 G21/2"-11
PRT 8 159 HR 4 25,0 159,0 G4"-11
PRT S 159 HR 6 25,0 159,0 G6"-11

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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