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two hole flange bolt circle 106.4
Varpsta @ 25mm

leplides un atpliides spiediens ar e|las noplides cauruli max. 1 75 bar .
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Izstradajums
Apziméjums Caurpl- Darba Apgriezienu Apgriezienu Griezes Spdiena Pmax. at Pmax. at Pmax. at Pmax. at

ude apjoms skaits min. skaits moments  kritums 0-100 100-300 300-600 600 rpm

max. max. max. max. rpm rpm rpm

(L/min) (cc) (rpm) (rpm) (N-m) (bar) (bar) (CED) (CED) (bar)
HKEPM 025 CD 40 250 20 1600 33 100 150 75 50 20 133 56
HKEPM032CD 50 32,0 15 1560 43 100 150 75 50 20 135 56
HKEPM 040 CD 60 39,7 10 1510 62 120 150 75 50 20 135 58
HKEPM 050 CD 60 49,5 10 1210 94 140 150 75 50 20 136 58
HKEPM080CD 60 79,2 10 755 150 140 150 75 50 20 140 59
HKEPM 100CD 60 99,0 10 605 190 140 150 75 50 20 141 6,1
HKEPM125CD 60 1238 10 486 230 140 150 75 50 - 145 6,2
HKEPM 160 CD 60 1584 10 378 310 140 150 75 50 - 150 64
HKEPM200CD 60 1980 10 303 360 140 150 75 50 - 155 6,6
HKEPM 250 CD 60 2475 10 242 380 110 150 75 - - 162 68
HKEPM3156CD 60 3168 10 190 380 90 150 75 - - 171 71
HKEPM400CD 60 39,0 10 150 380 70 150 75 - - 182 76
HKEPM500CD 60 4950 10 120 390 60 150 75 - - 195 9,0
HKEPM 630CD 60 6230 10 95 440 55 150 - - - 213 95

max. pressure on shaft seal (without leak oil line) or pressure in leak oil line — Griezes momenta vértiba un spiediena kritums attiecas uz ilgstoSu darbibu

Piederumi
HK V0 590 Triecienvarsts

Rezerves dajas
HK EP DS  Biivju komplekts hidrauliskajiem planetarajiem motoriem

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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