HK HM BMP HD
Gerotormotors BMP HD CN HANSA[/FLEX

Tpadibas
Savienojums Ellas savienojumi: A+ B =G 1/2
"; ellas izvade = G 1/4"
Modelis Economy variant
"HD" tipa ar augstspiediena
blivejumu
two hole flange bolt circle 106.4
Varpsta @ 25mm
leplides un atplides spiediens ar e||as nopliides cauruli max. 1 75 bar 4
Norade

Savienojot ellas nopliides cauruli ar motoru, lidzu izmantot ieskrivéjamu veidgabalu ar Tsu vitni.

Izstradajums
Apziméjums Caurp- Darba Apgriezienu Apgriezienu Griezes  Spdiena Pmax. at Pmax. at Pmax. at

lude apjoms skaits skaits moments kritums  0-100 100-300 300-600

max. min. max. max. max. rpm rpm rpm

(L/min)  (cc) (rpm) (rpm) (N-m) [CED) [CED) (bar) (bar)
HK HM BMP 050 HD 40 52,9 10 800 89 140 150 75 50 20 141 58
HKHM BMP 080 HD 60 79,3 10 770 149 140 150 75 50 20 145 59
HKHM BMP 100 HD 60 98,2 10 615 191 140 150 75 50 20 147 61
HKHM BMP 125HD 60 1209 10 480 235 140 150 75 50 - 150 6.2
HKHM BMP 160 HD 60 158,7 10 385 307 140 150 75 50 - 155 64
HKHM BMP 200 HD 60 1964 10 310 365 140 150 75 50 - 160 6,6
HKHM BMP 250 HD 60 2418 10 250 370 110 150 75 - - 166 68
HKHMBMP 315 HD 60 3173 10 195 370 90 150 75 - - 176 71
HKHM BMP 400 HD 60 3929 10 155 370 70 150 75 - - 186 76

max. pressure on shaft seal (without leak oil line) or pressure in leak oil line — Griezes momenta vértiba un spiediena kritums attiecas uz ilgsto$u darbibu

Piederumi
HK V0 590 Triecienvarsts

Rezerves dalas
HK HM BM DS  Biivju komplekts hidrauliskajiem planetarajiem motoriem CN

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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