FI HD E MP
Filtra elements augstspiediena filtram MP HANSA[/FLEX

!paﬁbas FIHE E MP
Ipasas pazimes Ap max. 20 bar e
Temperatira min. -25°C — g
Temperatira max. 120 °C

Materials Blivéjums: NBR

Ekspluatacijas spiediens maks. 210 bar

Lo es

Izstradajums

Apziméjums Filtra smalkums Filtra laukums Qmaks. Filter material

(pm) (cm2) (L/min)

FI HD E MP 0078 A10 10,0 300 80 neorganisks 76,5 52,0 24,0 0,21
FI HD E MP 0086 A0O5 5,0 399 34 neorganisks 86,0 45,0 254 0,20
FI HD E MP 0086 A10 10,0 399 60 neorganisks 86,0 45,0 25,4 0,20
FIHD EMP 0114 AO5 5,0 550 58 neorganisks 114,0 45,0 254 0,30
FIHD E MP 0114 A10 10,0 550 95 neorganisks 114,0 45,0 254 0,30
FI HD E MP 0210 AO5 5,0 1069 100 neorganisks 210,0 45,0 254 0,42
FI HD E MP 0210 A10 10,0 1069 100 neorganisks 210,0 45,0 25,4 0,42
FI HD E MP 0234 A05 5,0 1672 200 neorganisks 234,0 51,0 27,1 0,60
FI HD E MP 0234 A10 10,0 1672 200 neorganisks 234,0 51,0 27,1 0,60
FI HD E MP 0236 A05 5,0 2943 350 neorganisks 236,0 78,0 40,2 1,30
FI HD E MP 0236 A10 10,0 2943 350 neorganisks 236,0 78,0 40,2 1,30

Qmax — maks. plismas apjoms

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
24.12.2025 HANSA-FLEX AG www.hansa-flex.com 1



