FI MD 315

Vidéja spiediena filtrs 315 bar

HANSAVFLEX

Tpadibas

Modelis bez apvada varsta, bez aizséréjuma indikatora
Temperatira min. -10 °C

Temperatira max. 120 °C

Materials Filtra galva no GGG

Ekspluatacijas spiediens  [1dz 315 bar

Piegades apjoms

ar filtra elementu

Norade

Izmérs “L”: filtra elementa nomainai nepiecieSama briva telpa

Apraksts

Spiediena filtri caurulvadu ieriko$anai
Neorganiska filtra elementa diferencialais spiediens (A) maks. 210 bar

Aizséréjuma indikatora savienojums M20 x 1,5, noslégts ar skravi

Izstradajums
Apzimé&jums

Filtra smalkums

Filtra laukums Qmaks.
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FI MD 040 A0O6 N 001 G12 6,0 425 40 G 1/2" 80,0 1890 310 920 660 315 27 3,90
Fl1 MD 050 A10V N 010 10,0 425 50 G 1/2" 80,0 1890 31,0 920 66,0 315 27 4,10
FI MD 060 A0O6 N 001 G34 6,0 850 60 G 3/4" 80,0 2670 31,0 920 66,0 315 27 4,20
FI1 MD 080 A10V N 010 10,0 850 75 G 3/4" 80,0 2670 310 920 66,0 315 27 5,15
FI MD 080 A06 N 001 G34 6,0 1275 80 G 3/4" 80,0 3430 310 920 66,0 315 27 5,70
FI MD 090 A10 N 001 G34 10,0 1275 90 G 3/4" 80,0 3430 310 920 66,0 315 27 5,70
FI MD 170 A06 N 001 G114 6,0 2010 170 G1,1/4" 1100 2570 32,0 1420 1090 210 30 9,40
FI MD 190 A10 N 001 G114 10,0 2010 190 G1,1/4" 1100 2570 32,0 1420 1090 210 30 9,40
FI MD 240 A0O6 N 001 G114 6,0 3800 240 G1,1/4" 1100 3710 32,0 1420 1090 210 30 16,50
FI MD 260 A10 N 001 G114 10,0 3800 260 G1,1/4" 1100 3710 320 1420 1090 210 30 16,50

Qmax — maks. plismas apjoms — A10 ar neorganisko filtru (10 pm), absoldta filtréSana — P10 papira filtrs (10 pm), nominala filtréSana — BD = darba spiediens

Piederumi
HK VA PIS M

Aizséréjuma radijums, mehanisks

HKVAPIS EL  Aizséréjuma radijums, elektrisks

Rezerves dalas

FI HD E MA  Filtra elements augstspiediena filtram MA

FI MD GEH Korpuss vidéja spiediena filtram 315 bar

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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