FI SG E MP
Filtra elements sukSanas filtram MP HANSA[/FLEX

Tpadibas 5

Modelis bez apvada varsta - - - j

Temperatira min. -25°C

Temperatira max. 110 °C |

Materials Blivéjums: NBR |

Ekspluatacijas spiediens  maks. 12 bar

Filter material Stieplu tinums I
-4 - _J

A
Apraksts

Sie filtri aizsarga hidrauliskos stknus pret rupjo piesarnojumu no tvertnes. Tie ir jamonté dzilak tvertné.

Pasitljuma norades
Tiek piegadats péc pieprasijuma: citas filtru vienibas, citas vitnes, filtri ar apvadu vai magnétu

Izstradajums
Apziméjums Filtra smalkums Filtra laukums
(cm2)

FI SG E MP 0078 M90 90 290 20 G 3/8" 79,0 52,0 30 0,16
FI SG E MP 0078 M90 1/2 90 290 28 G1/2" 79,0 52,0 30 0,16
FI SG E MP 0095 M90 1/2 90 470 28 G 1/2" 95,0 70,0 41 0,16
F1 SG E MP 0095 M90 3/4 90 470 66 G 3/4" 95,0 70,0 41 0,22
FI SG E MP 0135 M90 11/4 90 1046 170 G 1,1/4" 137,0 99,0 69 0,47
FI SG E MP 0135 M90 11/2 90 1046 170 G1,1/2" 137,0 99,0 69 0,47
FI SG E MP 0140 M90 3/4 90 720 66 G 3/4" 141,0 70,0 41 0,30
FI SG E MP 0140 M90 1 90 720 130 G1" 141,0 70,0 41 0,30
FI SG E MP 0140 M250 1 250 720 900 G1" 141,0 70,0 41 0,30
FI SG E MP 0140 M90 11/2 90 2000 250 G1,1/2" 160,0 130,0 70 0,84
FI SG E MP 0140 M90 2 90 2000 470 G2" 160,0 130,0 70 0,84
FI SG E MP 0225 M90 11/4 90 1850 170 G 1,1/4" 227,0 99,0 69 0,68
FI SG E MP 0225 M90 11/2 90 1850 250 G1,1/2" 227,0 99,0 69 0,68
FI SG E MP 0225 M90 2 90 1850 470 G2" 227,0 99,0 69 0,68
FI SG E MP 0262 M90 2 90 3550 470 G2" 262,0 130,0 69 1,25
FI SG E MP 0270 M90 21/2 90 3550 840 G21/2"-11 272,0 130,0 101 1,25
FI SG E MP 0270 M90 3 90 3620 980 G3"-11 272,0 130,0 101 1,25
FI SG E MP 0330 M90 3 90 4160 980 G3"-11 330,0 130,0 101 1,30

Qmax — maks. plismas apjoms

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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