FI RL
Parplades filrs HANSAVFLEX

Tpasibas
Modelis ar apvada varstu 1,75 bar, bez aizséréjuma
indikatora

Temperatira min. -25°C

Temperatiira max. 110 °C T | AT

Materials Blivéjums: NBR il S e

Ekspluatacijas spiediens  maks. 8 bar wmumu‘:ﬁnw;:g.:::mn

Piegades apjoms ar filtra elementu BN e
AL L

1 - A
Norade

Izmérs “L”: filtra elementa nomainai nepiecieSama briva telpa

Apraksts

Parpludes filtrs jaieriko uz tvertnes vaka, urbuma izmérus skatit grafiskaja attéla.

Papira filtra elementa diferencialais spiediens (A) maks. 3 bar

Neorganiska filtra elementa diferencialais spiediens (A) maks. 10 bar

Connector for clogging indicator G 1/8” closed with bolt

Vielas sastavs (Qmax.) saskana ar ISO VG 46 pie 50°C (30 mm2/s) uz Apges = 0,4 bar

Izstradajums
Apziméjums Caurulu

pieslégums

FIRL024 AIONV G1/2 G 1/2" 66,0 60,0 320 90,0 67,0 24 1000 86,0 590 220 190 80 90,0 A 036
FIRL048P1IONV G12 G 1/2" 66,0 60,0 320 90,0 67,0 60 1000 86,0 590 220 190 80 90,0 A 040
FIRL0O53AT0NV G12 G 1/2" 88,0 80,0 380 1150 89,0 53 1200 1000 82,0 320 240 120 1150 A 074
FIRL110P1ONV G122 G 1/2" 88,0 80,0 380 1150 89,0 86 1200 1000 82,0 320 240 120 1150 A 061
FIRL0O53 AIONV G3/4 G 3/4" 88,0 80,0 380 1150 89,0 53 1200 1000 82,0 320 240 120 1150 A 074
FIRL086 PIONV G3/4 G 3/4" 88,0 80,0 380 1150 89,0 86 1200 1000 82,0 320 240 120 1150 A 074
FIRLO53 AIONVG1T G1" 88,0 80,0 380 1150 89,0 53 1200 1000 82,0 320 240 120 1150 A 076
FIRL086PIONVG1T G1" 88,0 80,0 380 1150 89,0 86 1200 1000 82,0 320 240 120 1150 A 076
FIRL064 AIONV G3/4 G 3/4" 88,0 80,0 380 1150 89,0 64 1700 1500 80,0 320 240 120 1150 A 076
FIRL150 PIONV G3/4 G 3/4" 88,0 80,0 380 1150 89,0 110 1700 1500 80,0 320 240 120 1150 A 061
FIRL064 AIONVG1 G1" 88,0 80,0 380 1150 89,0 64 1700 1500 80,0 320 240 120 1150 A 076
FIRL150P1IONVG1 G1" 88,0 80,0 380 1150 89,0 110 1700 1500 80,0 320 240 120 1150 A 061
FIRL125A10NV G3/4 G 3/4" 880 80,0 45 1150 89,0 125 2500 2250 80,0 320 240 120 1150 A o088
FIRL225P10NV G3/4 G 3/4" 88,0 80,0 45 1150 89,0 220 2500 2250 80,0 320 240 120 1150 A 067
FIRL125A10NVG1 G 1" 88,0 80,0 465 1150 89,0 126 2500 2250 80,0 320 240 120 1150 A 088
FIRL225P1IONVG1 G 1" 88,0 80,0 465 1150 89,0 220 2500 2250 80,0 320 240 120 1150 A 067
FIRL230A10NV G11/4 G 1,1/4" 1205 1120 470 1750 1310 230 2500 2330 91,0 350 310 130 1750 C 186
FIRL190P1ONV G11/4 G 1,1/4" 1205 1120 470 1750 1310 280 2500 2330 910 350 310 130 1750 C 220
FIRL290 A10NV G11/4 G 1,1/4" 1735 1500 510 2200 1745 290 2000 1800 97,0 385 380 125 2200 B 342
FIRL280P1ONV G11/4 G 1,1/4" 1735 1500 510 2200 1745 370 2000 1800 97,0 385 380 125 2200 B 3,00
FIRL290A10NV G11/2 G 1,1/2" 1735 1500 510 2200 1745 290 2000 1800 97,0 385 380 125 2200 B 342
FIRL370P1ONV G112 G 1,1/2" 1735 1500 510 2200 1745 370 2000 1800 97,0 385 380 125 2200 B 342
FIRL290 AIONVG2 G2" 1735 1500 510 2200 1745 290 2000 1800 97,0 385 380 125 2200 B 342
FIRL370P1IONVG2 G2" 1735 1500 510 2200 1745 370 2000 1800 97,0 385 380 125 2200 B 342
FIRL450 A10NV G112 G 1,1/2" 1735 1500 e40 2200 1745 450 2500 2380 985 385 380 125 2200 B 342
FIRL320P1ONV G112 G 1,1/2" 1735 1500 e40 2200 1745 610 2500 2380 985 385 380 125 2200 B 350
FIRL540 A10NV G112 G 1,1/2" 1735 1500 e40 2200 1745 540 3100 2900 97,0 385 380 125 2200 B 370
FIRL420P1ONVG11/2 G 1,1/2" 1735 1500 e840 2200 1745 675 3100 2900 97,0 385 380 125 2200 B 370
FIRL540 AIONVG2 G2" 1735 1500 640 2200 1745 540 3100 2900 97,0 385 380 125 2200 B 370
FIRL675P1IONVG2 G2" 1735 1500 e40 2200 1745 675 3100 2000 97,0 385 380 125 2200 B 370
FIRL 620 A1ONV SAE2  2"SAE3000PSI/M 1735 1500 640 2200 1745 620 4500 4300 1050 485 380 125 2200 B 568
FIRL750 P10 NV SAE2  2"SAE3000PSIIM 1735 1500 e40 2200 1745 750 4500 4300 1050 485 380 125 2200 B 568
FIRL620AIONV G2 G2" 1735 1500 840 2200 1745 620 4500 4300 1050 485 380 125 2200 B 568
FIRL750PIONV G2 G2" 1735 1500 640 2200 1745 750 4500 4300 1050 485 380 125 2200 B 568

A10 ar neorganisko filtru (10 pm), absoluta filtréSana — P10 papira filtrs (10 pm), nominala filtréSana — Qmax — maks. plismas apjoms

—

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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FI RL
Parplades filrs HANSAVFLEX

Piederumi
HK VA MAN  Clogging indicator pressure gauge
FI RL RVL Caurules pagarinajums parpludes filtram

Rezerves dalas

FI RL E MP Filtra elements parplides filtram MP
FI RL GEH Korpuss parpludes filtram

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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