K-BIMETALLTHERMOMETER 46

Bimetallic thermometers

HANSAVFLEX

Tpasibas
Tips

46

Indikacijas korekcija

On end of stem

Ekspluatacijas spiediens

Max. 6 bar (on thermowell)

Aizsargcaurule

Clamped (removable), copper alloy

Korpuss Plastic
Skatstikls Plexiglass
Norade

Citi dati pieejami péc pieprasijuma.

Apraksts

Applications: Heating, plumbing, universal.

Izstradajums
Apziméjums

Indikacijas diapazoni

legremdéjama kata garums

Vitnes

K- 07 20 09 86 0°Cto+60°C 63,0 40 mm G1/2
K- 07 20 09 87 0°Cto+120°C 63,0 40 mm G1/2
K- 07 20 09 88 0°Cto+60 °C 63,0 60 mm G1/2
K- 07 20 09 89 0°Cto+120°C 63,0 60 mm G1/2
K- 07 20 09 90 0 °Cto +60 °C 63,0 100 mm G1/2
K- 07 20 09 91 0°Cto+120°C 63,0 100 mm G1/2
K- 07 20 10 19 0°Cto+60 °C 80,0 40 mm G1/2
K- 07 20 10 20 0°Cto+120°C 80,0 40 mm G1/2
K-07 20 10 21 0°Cto+60°C 80,0 60 mm G1/2
K- 07 20 10 22 0°Cto+120°C 80,0 60 mm G1/2
K- 07 20 10 23 0°Cto +60 °C 80,0 100 mm G1/2
K- 07 20 10 24 0°Cto+120°C 80,0 100 mm G1/2

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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