K-GMM KUNSTOFF UNTEN

Glicerina manometrs, pieslégums radiali apaksa

HANSAVFLEX

Tpasibas

Tips 113.13

Modelis Caurules atspermanometrs ar glicerina
pildijumu

IzmantoSana For gaseous or liquid media which do not

corrode copper alloy,do not have high
viscosity and do not crystallise

Kvalitates klase

2,5

Vielas temperatiira

maks. +60 °C

Vides temperatira

no -20 °C idz +60 °C

Korpuss

Plastmasa, melna

Mé&relementa un raditdja materials

Vara sakauséjums

Skatstikls

PMMA, sametinats ar korpusu

Norade

Citi dati pieejami péc pieprasijuma.

Apraksts

Mérisanas vietam ar augstu, dinamisku spiediena noslodzi un vibracijam

Izstradajums

Apziméjums MériSanas diapazons SEWE1S
K- 07 20 07 55 -1/+0.6 bar 63,0 G 1/4"
K- 07 20 07 56 -1/+1.5 bar 63,0 G 1/4"
K- 07 20 07 57 -1/+3.0 bar 63,0 G 1/4"
K- 07 20 07 58 -1/+5.0 bar 63,0 G 1/4"
K- 07 20 07 59 -1/+9.0 bar 63,0 G 1/4"
K- 07 20 07 60 -1/0.0 bar 63,0 G 1/4"
K- 07 20 07 61 0-1.0 bar 63,0 G 1/4"
K- 07 20 07 62 0-1.6 bar 63,0 G 1/4"
K- 07 20 07 63 0-2.5bar 63,0 G 1/4"

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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