K-LKS 5 UWB
Stems and plugs DN 5 HANSA[/FLEX

Tpasibas

Ekspluatacijas spiediens 0 - 35 bar, maximum static working pressure il s
(non-pulsating) R Ry e

Gaisa caurpliude 560 I/min (at 6 bar and Ap = 0.5 bar)
Vielas temperatira -20 °C to +100 °C

Materials Misin$

Norade
Citi dati pieejami péc pieprasijuma.

Izstradajums
Apziméjums Definicija INEEE] SW
(mm)
K- 07 35 01 54 Stem, I.D. 6 zal$ -
K- 07 35 01 55 Stem, I.D. 6 Brown -
K- 07 35 01 56 Stem, I.D. 6 zils -
K- 07 35 01 57 Stem, I.D. 6 sarkans -
K- 07 35 01 58 Plug G 1/8 male zal$ 17
K- 07 35 01 59 Plug G 1/4 male zal$ 17
K- 07 35 01 60 Plug G 1/8 female zals 17
K- 07 35 01 61 Plug G 1/4 female zal§ 17
K- 07 35 01 62 Plug G 1/8 male Brown 17
K- 07 35 01 63 Plug G 1/4 male Brown 17
K- 07 35 01 64 Plug G 1/8 female Brown 17
K- 07 35 01 65 Plug G 1/4 female Brown 17
K- 07 35 01 66 Plug G 1/8 male zils 17
K- 07 35 01 67 Plug G 1/4 male zils 17
K- 07 35 01 68 Plug G 1/8 female zils 17
K- 07 35 01 69 Plug G 1/4 female zils 17
K- 07 3501 70 Plug G 1/8 male sarkans 17
K- 07 3501 71 Plug G 1/4 male sarkans 17
K- 07 350172 Plug G 1/8 female sarkans 17
K- 07 350173 Plug G 1/4 female sarkans 17

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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