K-DRV

Unidirectional flow control valves

HANSAVFLEX

Tpadibas

Ekspluatacijas spiediens  maks. 10 bar
Ekspluatacijas temperatira  max. +70 °C
BlivéSanas materials NBR
Korpuss Alu eloxed
lek3€jas dajas Brass

Norade

Citi dati pieejami péc pieprasijuma.
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Apraksts

These valves are restricted in the flow direction and have free passage in the opposite direction.

Izstradajums

Apziméjums Vitnes H izmérs

K- 07 30 12 36 M5 25,0 12,0 18,0 M9 x0.75 mm 10,0 3,2 12,2 11
K- 07 30 12 37 G 1/8 34,0 16,0 24,0 M 12 x 0.75 mm 15,0 4,5 16,4 15
K- 07 30 12 38 G 1/4 50,0 25,0 35,0 M 18 x 1.5 mm 24,0 6,5 23,8 22
K- 07 30 12 39 G 3/8 58,0 25,0 40,0 M 18 x 1.5 mm 24,0 6,5 25,3 22
K- 07 30 12 40 G1/2 65,0 30,0 50,0 M 22 x 1.5 mm 29,0 6,5 33,0 26

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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