K-DRS W BAJONETT

Pressure switches - changeover type

HANSAVFLEX

Tpasibas
Modelis

Spring-loaded diaphragm (UR); Spring-loaded
piston; (10 to 70 bar versions)

Vides temperatira

-25°Cto +85 °C !

Elektriskais piesléegums  Bayonet coupling connector @ 2.5 mm M‘#
SlégSanas biezums  200/min.

MériSanas spriegums 42V A ]
Funkcija Changeover &-"-"'J
Materials Galvanised steel L }
Norade

Citi dati pieejami péc pieprasijuma.

Apraksts

Special pressure switches for critical (water) or outdoor applications. Maximum degree of protection IP67 when a bayonet coupling is used for the

electrical connection.

Izstradajums

Apziméjums Vitnes lestatiSanas diapazons
K- 07 30 28 36 G 1/8 0,5-2,0 bar

K- 07 30 28 37 G 1/8 1,0 - 10,0 bar

K- 07 30 28 38 G 1/8 10,0 - 70,0 bar

K- 07 30 28 39 G 1/4 0,5-2,0 bar

K- 07 30 28 40 G 1/4 1,0 - 10,0 bar

K- 07 30 28 41 G 1/4 10,0 - 70,0 bar
Piederumi

K-WECHSELKONTAKT BANJOETT Changeover type bayonet coupling

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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