K-3 BKR STELLANTR D L MS

, 3-way, with double-acting actuator, L-bore

Brass ball valves

HANSAVFLEX

Tpasibas
Modelis Pneumatic actuators, in double- or single

acting version, with integrated end-position

feedback 7 |
Urbums L-veida B
Ekspluatacijas temperatira  -20 °C to +70 °C
GrieSanas lenkis 90 °
Regulésanas spiediens 5.5 bar !

Varsta adapteris

Supplied as standard

Piedzina aluminium eloxed

Piedzinas blivéjums NBR

Lodveida krans Chrome-plated brass, with ISO-flange plate
Lodveida krana blivéjums  PTFE/FKM

Norade

G thread acc. to DIN EN ISO 228-1, with ISO flange plate (acc. to ISO 5211)
Citi dati pieejami péc pieprasijuma.

Apraksts

3-way cock, L-bore, full bore

Papildu informacija

Other T-positions on request
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Izstradajums

Apziméjums Vitnes Stavoklis PN (bar)

K- 07 30 02 84 15 Rp 1/2 L 40 116,0 133,0 20,0 64,5 25
K- 07 30 02 85 20 Rp 3/4 L 40 116,0 137,0 24,0 76,0 31
K- 07 30 02 86 25 Rp 1 L 40 116,0 141,5 30,0 97,0 41
K- 07 30 02 87 32 Rp 1 1/4 L 40 133,0 165,5 37,0 118,0 55
K- 07 30 02 88 40 Rp 11/2 L 25 137,0 181,5 43,0 135,0 55
K- 07 30 02 89 50 Rp 2 L 25 161,0 204,0 56,0 157,0 67

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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