K-PRAEZIONSFILTERREGLER

Precision filter regulators

HANSAVFLEX

Tpasibas

leejas spiediens Max. 16 bar

Vielas temperatira max. 60 °C

Vides temperatiira Max. 60 °C

Darba vides Micro-filtered, unoiled compressed air (0.01

pm)

Manometra pieslégums G 1/4

Poru attalums filtra elementa 10 ym

BlivéSanas materials NBR

Korpuss Die-cast zinc

lek3&ja gaisa patérind  0.01 I/min, depending on input pressure and

control range

Norade

The given flow rates are based on the following parameters: 750 I/min: P1: 8 bar, P2: 2 bar, Ap < 0.2 bar

750 I/min: P1: 8 bar, P2: 3 bar, Ap < 0.5 bar
750 I/min: P1: 8 bar, P2: 5 bar, Ap < 0.7 bar
Citi dati pieejami péc pieprasijuma.
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Diaphragm pressure regulators containing no non-ferrous metals, with selfrelieving design, combined with a centrifugal separator for applications

requiring an extremely accurate working pressure.

Papildu informacija
1500 I/min: P1: 10 bar, P2: 7 bar, Ap < 0.1 bar.

Izstradajums
Apziméjums Vitnes ReguléSanas diapazons Caurpliide

(L/min)
K- 07 25 09 86 G 1/4 0.1 -2 bar 750 60,0 216,0 mm 120,0 96,0
K- 07 25 09 87 G1/4 0.1 -3 bar 750 60,0 216,0 mm 120,0 96,0
K- 07 25 09 88 G1/4 0.2 -5 bar 750 60,0 216,0 mm 120,0 96,0

Rezerves dajas
K-HALTERBAUSATZ STANDARD  Holder

K-VERSCHLEI-SATZ

Set of wearing parts

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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