
K-VORFIL PC-BEHLTER SCHUTZK HANSA
Pre-filters

Neskatoties uz rūpīgu pārbaudi, mēs nevaram izslēgt kļūdas un negarantējam iekļautās informācijas pareizību.
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Īpašības
Ieejas spiediens 1.5 - 16 bar
Temperatūras diapazons -10 °C to +50 °C
Darba vides Saspiests gaiss
Filtra smalkums 0,30 μm
Pieslēguma vītne Material: Die-cast zinc
Tvertne Polycarbonate (with bayonet lock)
Filtra elements Impregnated paper
Korpuss Material: Grivory® (PA 66)
Aizsarggrozs Polyamide
Caurplūdes vērtības mērījums At P2 = 6 bar, pressure drop Δp = 0.5 bar

Norāde
Citi dati pieejami pēc pieprasījuma.

Apraksts
Pre-filters in modern design for compliance with strict compressed air purity requirements. Pre-filters are used to separate solid impurities up to
0.3 μm from compressed air and gases.
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Rezerves daļas
K-HALTERBAUSATZ HANSA Holder HANSA
K-ERSATZBEHAELTER HANSA POLY Spare tank HANSA polycarbonat

K-DIFFERENZDRUCKANZEI MONO Differential pressure and differential
pressure gauge

K-DIFFERENZDRUCKMANOMETER Differential pressure gauge


