K-VORFIL PC-BEHLTER SCHUTZK HANSA
Pre-filtors HANSAVFLEX

Tpa&ibas === A

leejas spiediens 1.5-16 bar l_ f
Temperatiras diapazons -10 °C to +50 °C ; | ]C
Darba vides Saspiests gaiss — |/ '_ -
Filtra smalkums 0,30 pm [ (DEN
Piesléguma vitne Material: Die-cast zinc B

Tvertne Polycarbonate (with bayonet lock)

Filtra elements Impregnated paper |

Korpuss Material: Grivory® (PA 66) @ :
Aizsarggrozs Polyamide -

Caurplides vertibas mérijums At P2 = 6 bar, pressure drop Ap = 0.5 bar

Norade
Citi dati pieejami péc pieprasijuma.

Apraksts
Pre-filters in modern design for compliance with strict compressed air purity requirements. Pre-filters are used to separate solid impurities up to
0.3 pm from compressed air and gases.

Izstradajums
Apziméjums Caurplude Kondensata notece
(L/min)

K- 07 25 10 25 G 1/4 500 52,0 169,5 mm 39,5 Semi
K- 07 25 10 26 G 3/8 500 52,0 169,5 mm 39,5 Semi
K- 07 25 10 27 G 3/8 750 63,0 195,0 mm 47,8 Semi
K- 07 2510 28 G1/2 750 63,0 195,0 mm 47,8 Semi
K- 07 25 10 15 G 3/4 2000 85,0 255,0 mm 63,0 Semi
K- 07 25 10 16 G1 2000 85,0 255,0 mm 63,0 Semi
K- 07 25 10 29 G 1/4 500 52,0 186,5 mm 39,5 Auto
K- 07 25 10 30 G 3/8 500 52,0 186,5 mm 39,5 Auto
K- 07 2510 31 G 3/8 750 63,0 210,5 mm 47,8 Auto
K- 07 25 10 32 G1/2 750 63,0 210,5 mm 47,8 Auto
K- 07 25 10 17 G 3/4 2000 85,0 269,0 mm 63,0 Auto
K- 07 2510 18 G1 2000 85,0 269,0 mm 63,0 Auto

Rezerves dajas
K-HALTERBAUSATZ HANSA Holder HANSA
K-ERSATZBEHAELTER HANSA POLY  Spare tank HANSA polycarbonat

K-DIFFERENZDRUCKANZEI MONO Differential pressure and differential
pressure gauge

K-DIFFERENZDRUCKMANOMETER Differential pressure gauge

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
29.12.2025 HANSA-FLEX AG www.hansa-flex.com 1



