K-FI PC-BEHAEL H ABLV MULTIFX MINI
Filters with polycarbonate bowl and semi-automatic drain valve HANSA[/FLEX

Tpasibas —
o - >

leejas spiediens Max. 16 bar (polycarbonate bowl), Max. 20 T i

bar (metal bowl) |

Vielas temperatira max. 60 °C T T

Vides temperatiira Max. 60 °C B

Caurpliade 1000 I/min e

Poru attalums filra elementa 5 um

Korpuss Die-cast zinc

Drain valve Semi-automatic ——nlﬁ '

Caurpliides vértibas mérjums At P2 = 6 bar and pressure drop Ap = 1 bar

Norade

If several devices in the »multifix-mini« Series are assembled together, the maximum working pressure is 12 bar.
Citi dati pieejami péc pieprasijuma.

Apraksts

Centrifugal separators with a sintered filter element.

Izstradajums

Apziméjums Vitnes Tipizmeérs
K- 07 25 00 42 G 1/8 40,0 114,8 mm 12,3 102,5 5 0

K- 07 25 00 44 G 1/4 40,0 114,8 mm 12,3 102,5 5 0

Rezerves dalas

K-AUTOMAT ABLASSVENTIL Automatic drain
K-KOPPELPAKET MEHR Coupling packet
Spare tank

K-ERSATZBEHAELTER MULTI MINI »multifix-mini« &
»standard-mini«

K-PC-BEHAELTER FILTER MULTIFIX f"?gr’carbonate tank

K-FILTERELEMENT Filter element

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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