K-DRV STECK V RAENDEL

Unidirectional flow control valves, incoming air restriction (»V«), plug-

N Gonmactor HANSAVFLEX

Tpa&ibas c
Ekspluatacijas spiediens maks. 10 bar
Temperatiras diapazons 0°Cto+70°C

Dobskriive, pagrieZama svira, regul&3anas skrave Nickel-plated brass

lek$éjas dalas Brass with a bare metal surface

Blivgredzena apmales blivéjums NBR p
Blivéjumi (nepazaudéjami) Polyamide (glass fibre-reinforced)

Norade

Citi dati pieejami péc pieprasijuma.

Apraksts

For fine regulation of a cylinder piston speed in the forward and return motion and precise control of flow rates. Designed as a banjo-type valve with
a hollow bolt and ring piece. Can be screwed directly onto the valve or cylinder. Compact type of construction, also ideal where space is restricted.
On the version with a knurled screw, the set volumetric flow rate can be locked with the hexagon nut to obtain a fixed setting.

Izstradajums
Apziméjums C S|atenei Vitnes SW B
(mm) (mm)
K- 07 15 05 21 18,6 4 mm M5 8 mm 38,9
K- 07 15 05 22 21,7 6 mm M5 8 mm 38,9
K- 07 15 05 26 20,6 4 mm G1/8 14 mm 42,4
K- 07 15 05 27 22,7 6 mm G1/8 14 mm 42,4
K-07 1504 73 23,7 8 mm G1/8 14 mm 42,4
K- 07 1505 24 24,2 6 mm G1/4 17 mm 51,4
K-07 1505 25 24,7 8 mm G1/4 17 mm 51,4
K- 07 15 05 23 26,8 10 mm G1/4 17 mm 51,4

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
13.12.2025 HANSA-FLEX AG www.hansa-flex.com 1



