K-WKYV 2/2 BEIDS SCHNVERSCHR

2/2-way toggle valves, discharge port on both sides, quick-lock screw

fitting HANSAVFLEX

Tpasibas c
Ekspluatacijas spiediens maks. 8 bar
Temperatiiras diapazons 0°Cto+70°C —
Sadales dé|a vitne M 12 x 0.75 (sheet thickness max. 4

mm)
lek$éjas dajas Brass with a bare metal surface B
BlivéSanas materials NBR ' \
Dobskriive, pagrieZama svira, atvdzama svira Nickel-plated brass /
Blivéjumi (nepazaudéjami) Polyamide (glass fibre-reinforced) :
Norade

Citi dati pieejami péc pieprasijuma.

Apraksts

Manually operated toggle valves, 2/2 and 3/2-way types. For all applications where compressed air must be switched on or off quickly and easily or a
cylinder operated manually. Designed as a banjo-type valve with a hollow bolt and ring piece. Suitable for screwing directly into the equipment or for
panel mounting. Compact type of construction, also ideal where space is restricted.

Izstradajums

Apzimé&jums Modelis S|atenei Vitnes

K- 07 1507 10 2/2-way 16,0 G 1/81G G 1/8 14 mm 55,0
K- 07 1507 11 2/2-way 25,0 5mm/3 mm G 1/8 14 mm 55,0
K- 07 1507 12 2/2-way 25,0 6 mm/4 mm G 1/8 14 mm 55,0
K-07 1507 13 2/2-way 25,0 8 mm /6 mm G 1/8 14 mm 55,0
K- 07 15 07 06 2/2-way 22,0 G 141G G1/4 17 mm 60,0
K- 07 15 07 08 2/2-way 26,5 6 mm/4 mm G 1/4 17 mm 60,0
K- 07 15 07 09 2/2-way 27,5 8 mm /6 mm G 1/4 17 mm 60,0
K- 07 15 07 07 2/2-way 28,5 10 mm /8 mm G 1/4 17 mm 60,0

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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