K-WV 5/2 MANU L DREHHEBEL

5/2-way pilot valves, manually operated, with long wing lever

HANSAVFLEX

Tpasibas

Ekspluatacijas spiediens

2.5 - 10 bar (monostable)\n1.0 - 10 bar
(bistable)\nMax. vacuum 10 bar (external pilot

air
Temperatiiras diapazons -13 °C to +60 °C
Caurplide 6 barun 10 bar 550 NI/min
Caurpliide 6 barun 5bar 400 NI/min
Varsta korpuss Aluminijs
Atspere Special steel
Virzulis Aluminium
BlivéSanas materidls NBR

Norade

*3 valve positions only in conjunction with a second way valve.
Citi dati pieejami péc pieprasijuma.

Papildu informacija

Important: The scope of supply does not include a connector. Please order separately.

Izstradajums

Apziméjums Savienojums Simbols Darbiba Sléguma stavokli
K- 07 15 02 41 G 1/8 9 monostable 2

K- 07 15 02 42 G1/8 10 bistabils 2

K- 07 15 02 43 G1/8 11 monostable 3"

K- 07 15 02 44 G1/8 12 bistabils 3*

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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