K-SCHALLDAE SINTERBR GE MS1
Silencers, sintered bronze, with brass hexagon nut and brass thread HANSA[/FLEX

Tpasibas

Ekspluatacijas spiediens 0 - 8 bar

Ekspluatacijas temperatira  -10 °C to +250 °C
Skanas spiediena limenis 6 bar 71 ~ 108 dB(A)

Norade
Citi dati pieejami péc pieprasijuma.

Apraksts

For reducing the exhaust noise generated by pneumatic equipment.

Izstradajums

Apziméjums Vitnes A B C SW
(mm) (mm) (mm)

K- 07 40 34 70 M5 5,0 18,5 4,0 9 mm

K- 07 40 34 71 G1/8 4,5 21,0 8,5 12 mm

K- 07 40 34 72 G1/4 6,0 28,0 11,0 15 mm

K-07 403473 G 3/8 7,0 35,5 14,0 19 mm

K-07 40 34 74 G1/2 8,0 41,5 16,0 23 mm

K-07 40 34 75 G 3/4 9,0 53,0 21,0 30 mm

K- 07 40 34 76 G1 12,0 67,0 27,0 36 mm

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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