K-SCHUTZROHRE EINSCHRAUB
Screw-in thermowells HANSA[/F LEX

Tpasibas

Ekspluatacijas spiediens  Max. 6 bar (copper alloy), Max. 25 bar

_ T
(stainless steel) ! ——"
@ blivéjums 26 mm
@ aizsargcaurule 10 mm
Materials Copper alloy, CrNi-Steel 1.4571
Norade

Citi dati pieejami péc pieprasijuma.

Apraksts

For bimetallic thermometers in the »High quality« series.

Izstradajums

Apziméjums Savienojosas vitnes lebilives garums \EICHELS

K- 07 20 11 35 G1/2 L1=63 mm 27 Copper alloy

K- 07 20 11 36 G1/2 L1 =100 mm 27 Copper alloy

K- 07 20 11 37 G1/2 L1 =160 mm 27 Copper alloy

K- 07 20 11 38 G1/2 L1 =63 mm 27 CrNi steel 1.4571
K-07 20 11 39 G1/2 L1=100 mm 27 CrNi steel 1.4571
K- 07 20 11 40 G1/2 L1 =160 mm 27 CrNi steel 1.4571
Piederumi

K-BIMETALLTHERMOMETER 52-2  Bimetallic thermometers

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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