K-WV 5/3 ELEKTROPNEU ZENT ENTLUEF4V
5/3-way pilot valve, mid-position exhausted HANSA[/FLEX

Tpasibas

Ekspluatacijas spiediens 1.5 -8 bar

38

AL 2R

Temperatiras diapazons -20 °C to +70 °C

Caurplides vértibas mérfjums At P1 = 8 bar, P2 = 6 bar and pressure drop
Ap =1 bar

Elektriskais pieslégums  Connector Type B acc. to ISO 4400

min. darba spiediens 1,5 bar Mid-position exhausted
Aizsardzibas veids IP 65 Zentrum entliftet
Varsta korpuss Aluminium alloy

Norade

Citi dati pieejami péc pieprasijuma.

Izstradajums
Apziméjums Savienojums AtgaisoSanas pieslégums Caurplude Sléguma shémas numurs Spriegums Tipizmérs
(L/min)

K- 07 15 03 89 M5 M5 250 38 24V DC 100
K- 07 15 03 90 G1/8 G1/8 400 38 24V DC 100
K- 07 15 03 91 G1/8 G1/8 550 38 24V DC 200
K- 07 1503 92 G1/4 G 1/8 550 38 24V DC 200
K- 07 1503 93 G1/4 G1/4 950 38 24V DC 300
K- 07 15 03 94 G 3/8 G1/4 950 38 24V DC 300
K- 07 15 03 95 G1/2" G1/2 1600 38 24V DC 400
K- 07 15 03 96 M5 M5 250 38 230V,50Hz 100
K- 07 15 03 97 G1/8 G1/8 400 38 230V,50Hz 100
K- 07 15 03 98 G1/8 G1/8 550 38 230V,50Hz 200
K- 07 15 03 99 G1/4 G 1/8 550 38 230V,50Hz 200
K- 07 15 04 00 G1/4 G1/4 950 38 230V,50Hz 300
K- 07 15 04 01 G 3/8 G1/4 950 38 230V,50Hz 300
K- 07 15 04 02 G1/2" G1/2 1600 38 230V,50Hz 400

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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