K-SPIR SCHL KUPPL SET STAND MS

Spiral hose and coupling kit with standard coupling and push-in plug,

bare brass HANSA[/F LEX

Tpasibas

Piesléguma veids connection nipples and coupling NW 7,2

Ekspluatacijas temperatira  -40 °C to +74 °C

Norade
Citi dati pieejami péc pieprasijuma.

Apraksts

Standard type or with braided reinforcements for high pressures. These exceptionally elastic polyurethane hoses boast a recoil force similar to that
of conventional nylon spiral hose, but with less tendency to loop and significantly better resistance to abrasion. There is consequently less danger
of scratching coated or sensitive surfaces. The hose is extremely flexible and non-kinking.

Izstradajums
Apziméjums tenei iekSpusé O SlUtenei arpusé @ aré€jam tinumam  Max. working pressure resistance at 23°C maks. darba garums
(mm) (mm) (bar) (m)
K-07101272 5,0 8,0 40 10 3,0
K-07101274 5,0 8,0 40 10 6,0
K-07101276 5,0 8,0 40 10 7,5
K-07 101281 6,3 9,5 60 10 3,0
K-07 101283 6,3 9,5 60 10 6,0
K-07101285 6,3 9,5 60 10 7,5
K-07101279 6,3 9,5 60 10 10,0
K-07 101290 8,0 12,0 80 9 3,0
K-07 101292 8,0 12,0 80 9 6,0
K-07101294 8,0 12,0 80 9 7,5
K-07 101288 8,0 12,0 80 9 10,0
Piederumi

K-DREHBARE VERSCHRAUBUNG  Swivel adapters

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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