TRWT

Plastmasas caurule no PA 12, miksta

HANSAVFLEX

Tpasibas

Izmanto$ana

Vadibas caurulvadi hidrauliskajas un
pneimatiskajas sistémas
Automobilu tehnologija

Laboratoriju un partikas ripnieciba

TpaSas pazimes

temperaturas un atmosféras ietekmes izturiba
neliels svars

lek3€ja karta Poliamids
leliktnis nav
Arskats Poliamids
Krasa Transparent
Temperatira min. -60 °C
Temperatira max. 100 °C
Temperatiiras diapazons  Temperatiras virsotnes lidz 120 °C
Darba vides Mineralella
Tauki
Degvielas
Izturiba pret skabju, sarmu un salu Skidumiem
adeni
Norade

No 20 °C janem veéra spiediena samazinajuma faktors.<br>
(Maks. darba spiediens = darba spiediens x faktors).<br>
Temp.:20°C/30°C/40°C/50°C/60°C/70°C/80°C/90°C/100°C/110°C /120 °C

<br>Faktors: 1,00/0,83 /0,72 /0,64 /0,57 /0,52 /0,47 /0,44 /0,36 /0,32 /0,28
Izstradajums
Apziméjums lekséjais @ Argjais @ Sieninu biezums BD* 20°C temperatura Min. liekuma radiuss
(mm) (mm) (mm) (bar) (mm)
TR 04-0.5 WT 3,0 4,0 0,500 19,0 20
TR 04-0.65 WT 2,7 4,0 0,650 26,0 20
TR 04-1 WT 2,0 4,0 1,000 44,0 20
TR 05-0.85 WT 3,3 5,0 0,850 28,0 25
TR 05-1 WT 3,0 5,0 1,000 34,0 25
TR 06-1 WT 4,0 6,0 1,000 27,0 30
TR 06-1.5 WT 3,0 6,0 1,500 45,0 30
TR 08-1 WT 6,0 8,0 1,000 19,0 40
TR 08-1.5 WT 5,0 8,0 1,500 31,0 40
TR 08-2 WT 4,0 8,0 2,000 45,0 40
TR 10-1 WT 8,0 10,0 1,000 15,0 60
TR 10-1.25 WT 7,5 10,0 1,250 19,0 60
TR 10-2 WT 6,0 10,0 2,000 34,0 50
TR 12-1 WT 10,0 12,0 1,000 12,0 55
TR 12-1.5 WT 9,0 12,0 1,500 19,0 60
TR 12-2 WT 8,0 12,0 2,000 27,0 60
TR 12.5-1.25 WT 10,0 12,5 1,250 15,0 75
TR 14-1.5WT 11,0 14,0 1,500 16,0 80
TR 15-1.5 WT 12,0 15,0 1,500 15,0 90
TR 18-2 WT 14,0 18,0 2,000 16,0 100
TR 20-2 WT 16,0 20,0 2,000 14,0 120
TR 22-2 WT 18,0 22,0 2,000 13,0 150
TR 25-2.5 WT 20,0 25,0 2,500 14,0 150
TR 28-2.5 WT 23,0 28,0 2,500 13,0 150
TR 30-2.5 WT 25,0 30,0 2,500 8,0 260

BD = darba spiediens

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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