XS AK 534

Formas blivgredzeni XS AK 534

HANSAVFLEX

Tpasibas
Modelis

Blivgredzens

Ekspluatacijas spiediens

lidz 500 bar

Temperatiiras diapazons

PU18: -30 °C bis +100 °C
PU33: -40 °C bis + 120 °C

Apraksts

Blivgredzenu gropém saskana ar ISO standartu var bt dazadi izméri. Skérsgriezumam 3,53 gropes dzilums saskana ar ISO ir no 2,7-3,1

mm. Sis blivgredzens tika izveidots, lai nodrosinatu vislabako blivésanu visos izméros, un tas var aizstat parastos blivgredzenus.

Nomainams ar blivgredzeniem,
augsta ekstrizijas pretestiba

Nav nepiecieSams izspieSanas novérSanas gredzens.

Izstradajums
Apziméjums

cross section

(mm)

Materials

XS 80 - AK 534 80 to 84.9 mm 4.3t0 4.7 mm 5,34 PU33
XS 85 - AK 534 8510 89.9 mm 4.3t0 4.7 mm 5,34 PU33
XS 90 - AK 534 90 to 94.9 mm 4.3t04.7 mm 5,34 PU33
XS 95 - AK 534 9510 99.9 mm 4.3t04.7 mm 5,34 PU18
XS 100 - AK 534 100 to 104.9 mm 4.3t04.7 mm 5,34 PU33
XS 105 - AK 534 105 to 109.9 mm 4.3t0 4.7 mm 5,34 PU18
XS 110 - AK 534 110 to 114.9 mm 4.3t0 4.7 mm 5,34 PU33
XS 115 - AK 534 11510 119.9 mm 4.3t0 4.7 mm 5,34 PU18
XS 120 - AK 534 120 to 124.9 mm 4.3t0 4.7 mm 5,34 PU18
XS 125 - AK 534 125 t0 129.9 mm 4.3t0 4.7 mm 5,34 PU18
XS 130 - AK 534 130 to 135.9 mm 4.3t04.7 mm 5,34 PU18
XS 136 - AK 534 136 to 142.9 mm 4.3t04.7 mm 5,34 PU18
XS 143 - AK 534 143 to 149.9 mm 4.3t04.7 mm 5,34 PU18
XS 150 - AK 534 150 to 157.9 mm 4.3t0 4.7 mm 5,34 PU18
XS 158 - AK 534 158 to 165.9 mm 4.3t0 4.7 mm 5,34 PU18
XS 166 - AK 534 166 to 173.9 mm 4.3t0 4.7 mm 5,34 PU18
XS 174 - AK 534 174 to 181.9 mm 4.3t0 4.7 mm 5,34 PU18
XS 182 - AK 534 182 to 189.9 mm 4.3t04.7 mm 5,34 PU18
XS 190 - AK 534 190 to 199.9 mm 4.3t04.7 mm 5,34 PU18
XS 200 - AK 534 200 to 210 mm 4.3t04.7 mm 5,34 PU18

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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