K-FI FEIN HANSA PRO
Compressed air fine filter, with manual/semi-automatic condensate

drain, HANSA PRO HANSA[/ FLEX

Tpasibas _— -— -
Vielas temperatiira -10 °C to +50 °C I T
Vides temperatiira -10 °C to +50 °C [ ﬂ'
Darba vides Saspiests gaiss ! ;

Modelis fiber filter =5 | .
Stiprinajuma veids Line mounting, mounting kit or wall mounting I §
UzstadiSanas stavoklis  Vertical, drain down

Filtra smalkums 0,01 ym

Filtra efektivitdtes pakape  99.999 % -

Nominala caurplide G 1/2 750 I/min (P1 = 6 bar/Delta P = 0,1 bar) - :
Nominala caurplide G3/8 750 I/min (P1 = 6 bar/Delta P = 0,1 bar)

Pe maks. 16 bar

Filtra elements Borsilicate-Al

Korpuss PAG6

AtlikusT elja 0,01 mg/m3

Izstradajums

Apziméjums Savienojums Tipizmeérs Kondensata notece

K- 07 25 21 28 G3/8i polycarbonate with protective cage 2 manual / semi-automatic
K- 07 25 21 29 G1/2i polycarbonate with protective cage 2 manual / semi-automatic
K- 07 25 21 30 G3/8i zinc with visual display 2 manual / semi-automatic
K- 07 25 21 31 G1/2i zinc with visual display 2 manual / semi-automatic

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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