K-VERTEILER 3-FACH HANSA PRO

Distributor 3-fold with pressure switch, HANSA PRO

HANSAVFLEX

Tpasibas

Vielas temperatira

-10°Cto +50 °C

Vides temperatira

-10°Cto +50 °C

Darba vides Saspiests gaiss

Stiprindjuma veids Line mounting, mounting kit or wall
mounting

UzstadiSanas stavoklis Any

lestatiS8anas diapazons 0,3 -2 bar

Nominala caurplide G 1/2

11.000 I/min (P1 = 6 bar/Delta P = 1 bar)

Nominala caurpliade G 3/8

7.250 I/min (P1 = 6 bar/Delta P = 1 bar)

Nominéla caurplide aizmuguré (P — E)

2.250 I/min (P1 = 6 bar/Delta P = 1 bar)

Nominala caurplide aug$a (P - D)

2.250 I/min (P1 = 6 bar/Delta P = 1 bar)

Nominala caurplide apak3a (P - B)

5.500 I/min (P1 = 6 bar/Delta P = 1 bar)

Nominala caurpliide prieksa (P - C)

2.250 I/min (P1 = 6 bar/Delta P = 1 bar)

PE maks. 11 16 bar
Korpuss PA66
Izstradajums

Apziméjums Piesléegums P + A Piesléegums B Pieslégums C Piesléegums D

—_—  — —

Pieslégums E

113

150,5
T

Spiediena izturiba Tipizmérs

(bar)

K-07252238 G3/8i G1/2i G3/8i G1/4i G3/8i 5 2
K-07252239 G3/8i G1/2i G3/8i G1/4i G3/8i 10 2
K-07252240 G3/8i G1/2i G3/8i G1/4i G3/8i 20 2
K-07252241 G3/8i G1/2i G3/8i G1/4i G3/8i 25 2
K-07252242 G1/2i G1/2i G3/8i G1/4i G3/8i 5 2
K-07252243 G1/2i G1/2i G3/8i G1/4i G3/8i 10 2
K-07252244 G1/2i G1/2i G3/8i G1/4i G3/8i 20 2
K-07252245 G1/2i G1/2i G3/8i G1/4i G3/8i 25 2

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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